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INTRODUCTION

In fact, the Phase | Space Station is already oversubscribed, particularly in the areas of electrical p
To enable on-orbit resource growth and also system technology upgrades

The Space Station Office (SSO) at NASA, Langley Research Center (LaRC), is responsible for identifying
evolution requirements for Space Station Freedom which adequately meet future user needs. In that role, the
Evolutionary Definition Office (EDO) of SSO teamed with McDonnell Douglas Astronautics Company (MDAC) to
develop and analyze a set of scenarios that determine the manner in which Station evolves as a R&D facility in space.
A scenario, for this analysis. is defined by a set of missiong consistent with a particular activity emphasis on Station and
a level of transportation support from Earth to Space Station orbit. Growth resource requirements (e.g., power, crew,
volume) were determined for each scenario constrained by lift capability. This rep i
describe the approach and present the results of the LaRC/MDAC analysis.

rationale were presented and advocated by EDO at the Space Station Freedom Program
Review (PRR).
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The first section of this document presents growth requirements for major Space Station resources. These fequirements
were derived from a number of analyses of possible Space Station growth paths. Detaijled results for the specific growth
scenarios are Presented in the lagt section of this document.

Resource requirements for a multidisciplinary Space Station are driven primarily by the level of transportation support which
is available. If the resource requirements of existing experiments are met, and there is surplus lift, additional experiments may be

station as flexibly as possible to allow growth in a variely of directions. In order to project growth resource requirements for
wide envelope of possible utilizations of the Space Station, several growth scenarios were analyzed for their final steady state
resource requirements. Each scenario consists of a predetermined level of transportation Support and Space Station utilization

emphasis,

Three transportation models were used to éncompass a range of feasible Support levels to the Space Station. Although
Some of these models show transportation Support growing with time, the final resource requirements are driven by the final

steady state level of lift.

Four Space Station utilization emphases were also examined in order to cover a range of possible evolution while remaining
basically multidisciplinary in nature. These emphases were chosen both as realistic growth possibilities and ag minimum angd
Maximum resource requirement drivers.
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SPACE STATION GROWTH REQUIREMENTS

scenarios
Scenario Utilization Emphasis Transportation Support*
1 Microgravity Research Aggressive
2 Microgravity Research & Materials Production 5 NSTS/yr only
3 " " " " Moderate
4 " " " Aggressive
5 Life Sciences Research 5 NSTS/yr only
6 " " " Moderate
7 " Aggressive
8 Observational Science 5 NSTS/yr only
9 . "

Moderate
10 " " Aggressive
* Details of the moderate ang aggressive transportation models are presented in the study approach section of thig report

OVERVIEW

* Growth requirements were determined for the following resources

*» Pressurized Volume (Laborator
*« Attach points ang truss struc

*» Logistics

and habitation modules)

ture
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SPACE STATION GROWTH REQUIREMENTS - TRANSPORTATION

Vs will augment NSTS support for Space Station. The ELVs used in the
s chart and include both United States and International vehicles. This is not
may serve in a Space Station support role. Most of the vehicles listed are not currently

operational, but should be available in the Space Station operational time frame.

y the use of ELVs for Space Station support. Unique payload carriers will have to
Station carriers will have to be designed as ELV compatible. Delivery of the ELV

n will require the use of the OMV or some other unique upper stage. Finally, the
ditional capability for returning material or

Itis important to note several issues raised b
be designed for these vehicles, or the NSTS Space
payload from its insertion orbit to the Space Statio
use of ELVs increases the Earth-to-orbit transportation capability, but does not provide ad

rotating crew from the Space Station to Earth.

3/0-1e]

ALITYNd ¥ood 410
SI 39vd TyN

11 .vq
wopgsmmm Ly FLAML

pacs L0




SPACE STATION GROWTH REQUIREMENTS

This Page Intentionally Left Blank

12



Wld LON ANV 4OVd ONI@IOdYd

A

r

d

SPACE STATION GROWTH REQUIREMENTS
TRANSPORTATION

Launch Vehicles capable of supporting the Space Station include the National Space
Transportation System (NSTS), United States supplied ELVs, and ELVs provided and
launched by the International Space Station partners. Earth to orbit transportation
support ultimately drives the speed and extent of Space Station growth

Launch Vehicle Major Operational Uses Status
NSTS Crew rotation Minimum of 5 flights per year
Logistics delivery projected

Logistics return

Growth element delivery
Logistics delivery*

Growth element delivery
Hermes vehicle launch (crew
rotation)

Japanese Experiment Logistics
Module (ELM) delivery
Growth element delivery
Large experiment delivery
Logistics delivery**

Titan IV

First launch 9/88; current projected
availability for NASA approx 2/yr
Operational in 1996; 10/yr max

Ariane V (ESA)

H-ll (Japan) Operational in 1993; 2/yr max
Shuttle-C/Advanced Launch System Phase A/B stage; Operational as

early as 1994 if development is
approved

* Moditications to the current Space Station logistics carriers may be required
** Extensive modifications to existing designs or new logistics carriers required

13
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SPACE STATION GROWTH REQUIREMENTS - TRANSPORTATION
CONTINUED

The ongoing logistics demands of the Phase 1 configuration and its complement of experimentation require a support level
of at least 5 NSTS per year. The feasibility of adding the power and crew required for full utilization of the Phase 1 missions is
also questionable at this flight rate, even assuming an enhanced shuttle litt capability. The ability to add power and crew is very
sensitive to the exact Phase 1 mission set and the percentage of equipment utilization. We found that the difference of 6 double
racks allocated to ji-g experiments as opposed to life science research make the difference of having sufficient lift to launch and
maintain a second habitation module and associated crew. The shortage of crew and power at Phase 1 will result in lower
equipment utilization for the Phase 1 missions which in turn will lead to lower user lift requirements. The ‘additional’ lift due to
underutilization of equipment may be used for growth; detailed analysis of resource allocation during the Phase 1 time frame
when resources are insufficient is a subject for an additional study.

A rough breakdown of the ongoing logistics requirements at Phase 1 (enhanced-NSTS equivalent) are as follows:

Crew & Station Support Logistics 1.7

Experiment Support Logistics 14-16

Logistics Carriers and AFE for the above 13-14

Total 4.4 - 4.7 (Enhanced NSTS)

The addition of a habitation module requires an entire NSTS flight. Although a flight rate of 5 NSTS per year is sufficient for
the lift requirements of the Phase 1 missions (ignoring power and crew deficits for a moment), dedication of a full shuttle flight will
necessarily reduce available experiment lift by approximately 30-40%.

If the addition of power and a habitation module with crew needed to support the Phase 1 missions is achieved, a rough
breakdown of the ongoing togistics requirements (enhanced-NSTS equivalent) would be:

Crew & Station Support Logistics 23

Experiment Support Logistics 14-16

Logisti rriers and AFE for th \ 15-16

Total 5.2 - 5.4 (Enhanced NSTS)

In summary, at a flight rate of 5 NSTS/yr, the use of lift to add needed crew and power will severely reduce user support
during the growth time frame. Even if this growth is achieved, the ability of 5 enhanced NSTS per year to meet the resulting

Space Station and experiment logistics requirements is borderline. Finally, itis clear that experiment growth is not feasible at this
flight rate.

14




SPACE STATION GROWTH REQUIREMENTS

TRANSPORTATION
CONTINUED

A flight rate of 5 NSTS flights
beyond the Phase 1 level

per year is insufficient for Space Station experiment growth

* Growth of crew and power required to meet the needs of a likely set of missions at Phase 1

- Crew growth requires additional habitation mo
significant ongoing logistics support
-« Power growth has a large one time lift requirement with a smaller ongoling logistics support

dule and resource nodes with associated

* Some resource growth may be

possible with 5 enhanced NSTS per year, but will impact user support
during the growth time frame

* Experiment growth would require additional pressurized volume and/or additional truss structure.

Resulting user and station support logistics requirements would exceed the level which 5 NSTS per
year could support; even under the assumption of enhanced NSTS Jift capability

15
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SPACE STATION GROWTH REQUIREMENTS
POWER

In order to allow aggressive research in life sciences or micr

ogravity science research
and commercial production of materials, the S

pace Station should be scarred to allow
growth to 275 KW

* Growth power requirements are determined b

y the type of experimentation being carried out on
the Space Station and the level of launch sup

port being provided to the station

* The lowest power requirement occurs when observational science experiments represent a
majority of the Space Station utilization

** 150 KW satisfactory for extensive observational science effort
*» Unlikely scenario considering current Station utilization trends

* The highest power requirement is driven by commercial materials production
*» Requires extensive launch and return transportation support

- Power requirements could reach 300 KW if NSTS support is complemented by considerable

ELV support or Heavy Lift Launch Vehicle support

-« All scenarios requiring power levels g

reater than 225 KW assume ELV Support and
alternate methods for returning proc

essed material to earth

17
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SPACE STATION GROWTH REQUIREMENTS - POWER
CONTINUED

This chart shows the full envelope of possible final multidisciplinary Space Station power requirements based on the level
of transportation support and Space Station utilization emphasis.

The Y axis is the total power requirement including housekeeping power and user requirements for all activities on the
Space Station. The X axis is the total annual amount of lift provided to the Station which must be allocated to users and Space
Station subsystem support.

The shaded area above the X axis shows the corresponding level of lift for various combinations of NSTS and ELVs. The
purpose of this section is twofold. First, it provides some perspective to the values on the X-axis since few people have the lift
capability for the shuttle or other vehicles memorized. Second, it can be used to get a rough feel for the potential power
requirements that would result from supporting the Space Station with a particular vehicle mix. For instance, il it is decided that
only NSTS flights will be used, and the highest realistic number of flights per year is 10, following the right tic of the NSTS ONLY
RANGE will show that the highest power requirements likely to occur is slightly over 250 KW. These ranges are meant to lend
perspective to the X-axis values and do not necessarily correspond to the transportation models used in the analyses.

The data points correspond to the final power requirement levels in the 10 growth scenarios analyzed. The shaded region
represents the full envelope of likely lift and power levels required for the growth Space Station. The number of specilic growth
paths analyzed is sufficient to allow interpolation to cases not specifically covered. For example, varying the Space Station
utilization emphasis between life sciences and materials production will resull in power requirements between the lines for
Microgravity Research and Materials Production and Life Sciences. Also, power requirements for any level of likely
transportation support may be approximated.

18
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SPACE STATION GROWTH REQUIREMENTS

POWER
CONTINUED
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SPACE STATION GROWTH REQUIREMENTS

POWER
CONTINUED

utilization of the Space Station

Limiting the maximum growth power level to 150 KW will prohibit major initiative
in the areas of both life sciences and materials production

y of Space Station missions including a full module devoted to
life sciences facility and a plant & animal vivarium, and
ervicing of free flyers and numerous attached payloads

microgravity research, a general
observational science such ass

* The level of transportation necessary to support a 150 KW multidisciplinary Space Station is

equivalent to approximately 8 NSTS flights per year. A combination of ELV support and NSTS
Support may reduce the number of shuttle flights required

+ 150 KW is insufficient to perform si
needed to reach the production sta
research)

gnificant commercial materials production and the research
ge (such as a second laboratory module dedicated to H-g

* 150 KW is insufficient to Support the life science research necessar

y to allow major new
exploration initiatives such as a manned mission to Mars

21
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SPACE STATION GROWTH REQUIREMENTS
CREW SIZE

The planned crew size at Phase 1 is severel
configuration. Space Station
imbalance

y insufficient to fully utilize the Phase 1
growth will require first correcting this resource

s 6 (additional 2 crew support Space Station

* Projected crew supporting users at Phase 1 i

systems tasks)
* With three laboratory modules to support, an average of less than 1 crew person will be
working in each module at any one time

+» Each lab module will be empty (no user crew support) 25% of the time on average

* Between 4 and 4.5 crew (total including user and station support) are needed to fully utilize

each laboratory module
-« Phase 1 configuration requires 12 to 14 crew for full utilization

+» One additional habitation module required to support Phase 1 configuration

- Both power and crew are insufficient at Phase 1, but crew support is the most limiting

resource

23
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SPACE STATION GROWTH REQUIREMENTS

CREW SIZE
CONTINUED

Crew rotation is the primary limiting factor to increasing Space Station crew size

* The Space Station crew size could conceivably grow to 24

*= In order to rotate 22 crew using only the NSTS; crew stay time, number of crew rotated per
shuttle flight, and the number of NSTS visits per year would all have to be increased (e.g.,
for 22 crew, 9 NSTS fits/yr are required assuming a 180 day stay and 5 crew rotated per
flight; 10 NSTS fits/yr will Support up to 25 crew with these assumptions). Such drastic

changes are unlikely

+» Using the most optimistic assumptions, the largest crew size that the NSTS could ever
realistically rotate is 20 (180 day stay time, 5 crew rotated per shuttle flight, and 8 NSTS

flights/yr)

* Four options exist for increasing the capability to rotate the Space Station crew
1) Increase the frequency of Space Shuttle missions to the Space Station

2) Increase the size of the Space Shuttle crew, thus the number of crew rotated with each
Shuttle flight

3) Increase the on-orbit stay time (rotation period) for each crew person

3) Provide an alternate vehicle for crew rotation, such as the Crew Emergency Rescue
Vehicle (CERV), Shuttle I, National Aerospace Plane (NASP), Hermes, etc.

° pack_ A F sl ELAMK




SPACE STATION GROWTH REQUIREMENTS - CREW SIZE
CONTINUED

This chart shows the full envelope of possible tinal multidisciplinary Space Station crew requirements based on the level of
transportation support and Space Station utilization emphasis.

The Y axis is the total crew requirement including housekeeping and user crew requirements for all activities on the Space
Station. The X axis is the total annual amount of lift provided to the Station which must be allocated to users and Space Station
subsystem support.

The shaded area above the X axis shows the corresponding range of lift for various combinations of NSTS and ELVs. The
purpose of this section is twolold. First, it provides some perspective to the values on the X-axis since few people have the lift
capability for the shuttie or other vehicles memorized. Second, it can be used to get a rough feel for the potential power
requirements that would result from supporting the Space Station with a particular vehicle mix. These ranges are meant to lend
perspective to the X-axis values and do not necessarily correspond to the transportation models used in the analyses.

The data points correspond to the final crew requirement levels in the 10 growth scenarios analyzed. The shaded region
represents the full envelope of likely lift and power levels required for the growth Space Station. The number of specitic growth
paths analyzed is suflicient to allow interpolation to cases not specifically covered. For example, varying the Space Station
utilization emphasis between life sciences and materials production will result in crew requirements between the lines for
Microgravity Research and Materials Production and Life Sciences. Also, crew requirements for any level of tikely transportation
support may be approximated.

Because the analyses were constrained by available lift based on the transportation models, crew requirements and actual
crew size is identical in most cases. However, because the Phase 1 mission set was predefined and not constrained by available
crew and power at Phase 1, a significant difference between actual and required crew size resulted at Phase 1. For very low
transportation support levels, a situation occurred in which the growth needed to bring actual crew size up to required crew size

was not possible. This region, as indicated on the graph, represents the case where lift may not be sufficient to fully utilize the
Phase 1 configuration.
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CREW SIZE
CONTINUED
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SPACE STATION GROWTH REQUIREMENTS
PRESSURIZED MODULES

(called pocket or mini labs) that are smaller than
to the common nodes holds many benefits for the

The use of pressurized modules
the common module yet attach
growth Space Station

* Features of the pocket lab concept:

*- Provides physical separation from the common modules in order to promote safety

(e.g., quarantine facility)
ptable to the common module due to size or

*» Allows housing of equipment not ada
4 meter centrifuge)

configuration incompatibilities (e.g.,

++ Allows ease of detachability for possible return to Earth (e.g., materials production

units)

*» Provides incentive to the private sector for participation by providing a standard
interface and attach mechanism to the Space Station

- Pocket lab type concepts are already being proposed as commercial provided Space
Station elements by several companies

*» Spacehab module
*» Industrial Space Facility

29
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SPACE STATION GROWTH REQUIREMENTS - PRESSURIZED MODULES
CONTINUED

This Page Intentionally Left Blank

30




UJHA'H4 LON ANVIE §OVd ONDQdOddd

SPACE STATION GROWTH REQUIREMENTS

PRESSURIZED MODULES
CONTINUED

Two major factors in limiting the flexibility of the module growth pattern are the

planned location of the lower starboard keel and the payload servicing bay on the
transverse boom

* In the absence of the Payload Servicing Bay, module growth could extend in the -Y
direction

*» Greater Space Station center of gravity control flexibility

*» More modules along transverse boom allowing ease of MSC and utilities access
and lower structural loads

* The addition of the lower starboard keel (as defined in the 10C configuration) limits module
growth along the transverse boom in the +Y direction

31
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SPACE STATION GROWTH REQUIREMENTS - PRESSURIZED MODULES
CONTINUED

The issue of reduced clearance between the modules in the Phase 1 configuration and any growth modutes due to the
extended node design (shown on this chart) was discussed at the IWS. Apparently, the 2 meter clearance between modules is a
requirement driven by the desire to allow access by an EVA crew person between modules for inspection and repair tasks. The 1

meter clearance produced by berthing the extended side of a growth node to the non-extended side of an existing node is likely to
be unacceptable.

As a resull of this discussion, a preliminary examination of solutions to this problem was made. These alternatives are
described on the next chart.
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SPACE STATION GROWTH REQUIREMENTS

PRESSURIZED MODULES
CONTINUED

The offset location of the berthing port in the current extended node design will result in

decreased clearance between Phase 1 modules and growth modules. Growth modules will be
limited to mating the extended side of the node to the non-extended side of the existing node,
decreasing the clearance between modules from approximately two meters to one meter

Non-extended
side to

Extended sideto  Non-extended side
. non-extended
extended side to extended side

N

(oNe;
mD
v
o2
O >
21M -] o
09 M O v
Growth cX>
US Lab US Hab
Module E c.r?_l
-t
< W
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SPACE STATION GROWTH REQUIREMENTS
PRESSURIZED MODULES

CONTINUED

* Alternatives for providing additional clearance

between Phase 1 and growth modules:

*» Resource nodes as spacers (shown on diagram)
- Existing Station element
- Provides additional berthing ports
- "Overkill” solution; more clearance than
needed and costly

+» Modified "symmetric" resource node design
- Fixed clearance between all modules
- Additional node volume for experiments
- Common node orientation
- Possibly unacceptable impact to assembly

sequence (packaging volume and mass)
- Increased Phase 1 cost

*» Tunnels or other simple spacing hardware
- Low cost; no Phase 1 cost impact
- New station element
- Reduced commonality
- 'Wasted' space

* Use of pocket lab or spacehab as spacers

- Possible commercial initiative
- Provides useful volume and well as
functioning as a spacer

- Possibly higher cost solution, but not Phase 1

The use of resource nodes between existing and growth modules to provide
clearance will result in a limitation of one growth module along the transverse
boom in the starboard direction. Relocation of the payload servicing bay will
allow an additional growth module along the transverse boom in the port direction

Payloed Servicing
Bay Envelope
ESA

(Transverse Boom Location )
Module

N

JEM
Module

BtaNyosrd
Ke!
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SPACE STATION GROWTH REQUIREMENTS - LOGISTICS
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SPACE STATION GROWTH REQUIREMENTS
LOGISTICS

* Aggressive growth of the Space Station using the NSTS only is unlikely due to flight rate
limitations

* Although the most direct application of ELVs is for the delivery of growth items, these
growth items require ongoi

ng logistic support which may be provided by ELVs as well

i provides several benefits
ace Station logistics system by not placing total
dependancy on the Space Shuttle
++ Takes advantage in the risin

g interest in a mixed fleet approach to space
transportation

*» Allows the capability to provide the high flight rate required for certain carriers in
Some growth scenarios (e.g.,, 10 to 20 propeliant carrier flights per year for
Supporting a Space Station utilization emphasis on observational sciences
research)

* The issue of return mass buildup on the §

pace Station due to the use of ELVsin a
logistics Capacity must also be resolved

37
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SPACE STATION GROWTH REQUIREMENTS - LOGISTICS
CONTINUED

The next two graphs show the number of logistics carriers which must be transported to the Space Station each year in

support of the various utilization emphases as a function of total annual lift. The first graph shows these values for the pressurized
and unpressurized logistics carriers.

Logistics requirements were categorized according to the four carrier classes (pressurized, unpressurized, fluids, and
propellant) and approximate carrier mass ‘overhead' was calculated by multiplying the logistics mass in each category by a
corresponding carrier mass fraction (empty carrier weight/carrier payload capability). The resulting total carrier masses were then
divided by the mass of each type of carrier 1o give the total number of carriers. For instance, 100,000 kg pressurized logistics would
require approximately 52,000 kg of pressurized carrier mass (based on 52% mass fraction of this type of carrier) and at a mass of
5,199 kg per pressurized carrier, 10 pressurized carriers would be needed. Neither packaging of logistics nor allocation of carriers
to launch vehicles in the transportation models were considered in calcutating the required number of logistics carriers.

it is important to note that the number of carriers required each year shown in the graph is the number needed to support of
all Space Station activities, not just the requirements of the emphasized discipline.

The shaded area above the X axis shows the corresponding range of lift for various combinations of NSTS and ELVs. The
purpose of this section is twolold. First, it provides some perspective to the values on the X-axis since few people have the lift
capability for the shuttle or other vehicles memorized. Second, it can be used to get a rough feel for the potential number of
logistics carriers needed each year as a result of supporting the Space Station with a particular vehicle mix. These ranges are

meant to lend perspective to the X-axis values and do not necessarily correspond to the transportation models used in the
analyses.

The data points correspond to the average number of carriers per year following completion of growth for the various growth
scenarios. The shaded region represents the full envelope of likely lift and yearly carriers required for the growth Space Station.
The number of specific growth paths analyzed is sufficient to allow interpolation to cases not specifically covered. For example,
varying the Space Station utilization emphasis between life sciences and materials production will result in carrier requirements
between the lines for Microgravity Research and Materials Production and Life Sciences. Also, carrier requirements for any level of

likely transpot!- ¥ ~n support may be approximated. This data is highly dependant upon the specitic carrier design characteristics;
mass fraction and carrier mass in particular.
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SPACE STATION GROWTH REQUIREMENTS - LOGISTICS
CONTINUED

This graph shows the number of fluids and propellant carriers required each year as a function of Space Station utilization
emphasis and level of transportation support.

Propellant requirements are for OMV operations. The OMV is assumed to be based at the Space Station. The characteristics
of a propellant carrier for OMV refueling are assumed to be similar to the earlier Space Station propellant carrier concepts for a
combination hydrazine, nitrogen tetraoxide, and monomethal hydrazine carrier.

Logistics requirements were categorized according to the four carrier classes (pressurized, unpressurized, fluids, and
propellant) and approximate carrier mass ‘overhead’ was calculated by multiplying the logistics mass In each category by a
corresponding carrier mass fraction (empty carrier weight/carrier payload capability). The resulting total carrier masses were then
divided by the mass of each type of carrier to give the total number of carriers. For instance, 100,000 kg pressurized logistics would
require approximately 52,000 kg of pressurized carrier mass (based on 52% mass fraction of this type of carrier) and at a mass of
5,199 kg per pressurized carrier, 10 pressurized carriers would be needed.

it is important to note that the number of carriers required each year is in support of all Space Station activities, not just the
requirements of the emphasized discipline.

The shaded area above the X axis shows the corresponding range of lift for various combinations of NSTS and ELVs. The
purpose of this section is twofold. First, it provides some perspective to the values on the X-axis since few people have the lift
capability for the shuttle or other vehicles memorized. Second, it can be used to get a rough feel for the potential number of
logistics carriers needed each year as a result of supporting the Space Station with a particular vehicle mix. These ranges are

meant to add lend perspective to the X-axis values and do not necessarily correspond to the transportation models used in the
analyses.

The data points correspond to the average number of carriers per year following completion of growth for the various growth
scenarios. The shaded region represents the full envelope of likely lift and yearly carriers required for the growth Space Station.
The number of specific growth paths analyzed is sufficient to allow interpolation to cases not specifically covered. For example,
varying the Space Station utilization emphasis between life sciences and materials production will result in power requirements
between the lines for Microgravity Research and Malerials Production and Life Sciences. Also, carrier requirements for any level of

likely transportation support may be approximated. This data is highly dependant upon the specific carrier design characteristics;
mass fraction and carrier mass in particular.
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SPACE STATION GROWTH REQUIREMENTS
ATTACH POINTS & TRUSS STRUCTURE

The Phase 1 configuration provides limited capability for accommodating external attached
payloads

* The current plan for a total of 5 external payload attach points on the Phase 1 configuration (on the
transverse boom) is insufficient for meeting the needs of even the missions in the Level 2 Trial
Payload Manifest (those missions brought to the Space Station during the assembly timeframe)

Trial Payload Manifest Payload
Cosmic Dust Collection (SAAX112)

Number Attach Points Required

1
Spacecraft Materials & Coatings (TDMX2011) 1
Solar Terrestrial Solar Instrument Group (SAAX207) 1 (cps)
Cosmic Ray Nuclei Experiment (SAAX001) 1
Large Format Camera (COMM1015) <1

- Limited “real estate” on the Earth pointing side of the transverse boom and viewing restrictions
caused by the pressurized modules severely constrains the ability to accommodate Earth pointing
payloads. Module growth will further decrease possible attach locations for these payloads

The addition of resource nodes to the aft end of aft growth modules using the mobile

Servicing Center (MSC) will require additional truss structure projecting aft of the transverse
boom (a "back porch"”), and plane change capability for the MSC
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SPACE STATION GROWTH REQUIREMENTS - ATTACH POINTS & TRUSS STRUCTURE
CONTINUED

This chart shows the attach point requirements for three growth scenarios in which the level of lift support to the Space Station
differs but the utilization emphasis on observational science type payloads is common. Because of the strong emphasis on attached
payloads, this graph represents a “worst case” attach point requirement profile.

The three lines correspond to the three transportation models used in the growth scenario analyses. Moderate ELV support
includes 1 Shuttle-C type vehicle per year plus a small international contribution. Extensive ELV support includes 2 Shuttie-C type

flights per year and higher international contributions. Details of ELV support and assumptions regarding NSTS enhancements are
given in the approach section of this document.

Attach point requirements include all mission types but are predominately observational science and technology development
in nature.
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STUDY APPROACH - GROWTH ANALYSIS APPROACH

The approach to these analyses involved two major steps

The first step was to develop a realistic mission model. This process included gathering data from a number of documents
as well as discussion with principal investigators and attendance of various Space Station users meelings and conterences. A
Phase 1 mission set was developed with inputs from the NASA Level }l Trial Payload Manifest (November 1987 version) and
considering physical limitations within the Phase 1 pressurized modules. Knowledge of the program status for potential missions
was also used to refine a likely set of missions that may be present at Phase 1.

The number of potential growth missions was so large that it was obvious that an attempt to accommodate all of them was
unrealistic. Instead, three possible discipline emphases were projected for the Space Station, and the growth missions were
grouped into unique growth mission sets. A multidisciplinary flavor was maintained in all of the growth mission sets however, as
was described earlier in the discussion of the Experiment Mission Set.

The second step involved the actual projection of Space Station growth from a systems analysis level. A primary feature of
the approach was the constraining of growth by a projected level of annual lift support to the Space Station. For this reason
several transportation models were developed to encompass a range of possibile support levels, from minimal support (5 NSTS/yr
only for the entire station lifetime) to aggressive support including the use of large ELVs. Significant effort was put into defining
and/or veritying such data as housekeeping power requirements for Phase 1 and growth, capabilities of the Phase 1 configuration,
crew & station support logistics requirements for Phase 1 and growth, and logistics carrier characteristics. All of this effort was
made in an attempt to achieve the most realistic growth scenarios for the Space Station.

The final step was the actual growth analysis for ten different scenarios. This involved a year by year balancing of Space
Station resources and resource requirements in an effort to accommodate existing missions, new missions, and growth where
necessary and possible within transportation constraints.
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STUDY APPROACH
KEY ASSUMPTIONS

« Point of Departure:

The Phase 1 Configuration as defined in the Level Il Engineering Data Book
- Constrained Station Resources:

«« Launch Mass

-« Power

+« Crew Time

«« Internal Pressurized Volume
-« External Attach Points

Station return mass requirements are tracked but not constrained

Crew and station logistics
+« Mission requirements

»« OMV propellant for retrieving ELV delivered station payload

-+ OMV propellant for retrieving co-orbiting spacecraft for on-station servicing

- OMV propellant for insitu servicing of geostationary spacecraft
.- Carrier requirements for all the above

-+ Growth elements with attach fittings

Lift requirements (pressurized, unpressurized, fluids, and propellant) are tracked for

Distinction between carrier requirements for ELV and NSTS is not made. Allocation of lift
requirements between ELVs and NSTS is examined but not constrained
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STUDY APPROACH
EXPERIMENT MISSION SET

- Data sources for mission resource requirements
*« Primary source of data is the Mission Requirements Data Base (MRBD)

-* Detailed resource requirements for microgravity research missions (COMM1201) was derived from

information in the Microgravity Materials Processing Facility (MMPF) Data Base

*- Detailed resource requirements for life sciences missions (SAAX307 and SAAX307A) was derived
from information in the Reference Mission Operational Analysis Document (RMOAD) for the Life
Science Research Facilities.

+« Additional inputs received directly from the principal investigators were used when available

+ Phase 1 mission set

-+ Assumed to be on station at completion of Phase 1
** Incorporates data from the NASA/Level 2 Trial Payload Manifest

+» Includes MRDB missions showing equipment up in 1992 and favors missions with operational or
funded STATUS entries, while limited by resource availability (primarily internal volume)

* Evolution Mission Model (EMM)
+» Joint definition between MDAC and LaRC

+« Composed of all MRDB missions meeting the following criteria:
- Core station missions only

- Reasonably complete MRDB data entries

- Unique missions (obvious duplication of mission

goals was eliminated except in the case of
some international missions which duplicate the goals of U.S. missions)

* Missions are divided into six categories:
+» Industrial Services

*» Microgravity Research & Materials Production
++ International «» Observational Science
«+ Life Sciences

*» Technology Development
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STUDY APPROACH

EXPERIMENT MISSION SET
CONTINUED

* Missions in the EMM are further classified as either global in nature (basic research which does not
imply dedication to a specific Space Station utilization goal) or specific to a particular emphasis

A —

Mission Type Missions in Global Growth Mission Set E.lnphfﬁsis,,Spgcﬂigmm_M@gns
Industrial Services All industrial services missions No emphasis unique missions
international All international missions No emphasis unique missions

Life Sciences Missions directed to understanding the Advanced life sciences research oriented

the effects of microgravity on living toward major human exploration initiatives
organisms (e.g., Lile Sciences Lab #1) including missions such as CELSS, the

vivarium, and a 4m variable-g centrifuge

Microgravity Research & Basic 11-g research such as COMM1201
Materials Production {US Materials Laboratory)

Commercial production missions such as
EOS, ECG, and biological production units
and advanced research (US Mat Lab #2)

ALIVNO ¥0O0d 40
Sl 35vd TYNMRNO

Observational Science Servicing of the Great Observatories,
and the portion of the Solar Terrestrial
Observatory not accommodated at

Assembly, deploy and servicing of obser-
vational platforms, tethered observational
missions on the core station, and operation

Phase 1 and servicing of many smaller instruments
such as the planetary infrared telescope
Technology Development General technology missions dedicated Additional technology missions related

to improving our ability to work effectively directly to one of the three emphases above

in space will be included in the corresponding emphasis
specific growth mission set
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STUDY APPROACH

EXPERIMENT MISSION SET
CONTINUED

Missions on Space Station at Completion of Phase 1

40
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Mission Type

Mission

Hame

Mission Type

Mission

Name

e Sreyene e

SAAX N T
SAAX0TA
SAAX308

Iote S encen b (maheet)
1 8M Diameter Var.g Centnfuge
Gas/Grain Simulation Facilitiy

Mictog Res & Mat
Prod

COMM1201
COMMI1230
COMM12731
COMMI12722
COMMI1237
COMM1238
COMM 1244
COMMI1245
COMMI246
COMM1247**
COMMI248°*
COMMID250
COMM1DS)
COMM1D254
COMMI1255
COMMIDPST
COMM1I260
COMM1261
COMMI1262*
COMMIDARE 7
COMM 1275 77°*

S aboratory (stubset)
Automatic Vapor Crystal Growth
Acoustic Levitator

Alloy Sohdiheation

Bodgeman, L arge (BCGH)
Brndgeman, Smafl

Electrostatic L evitator (ELF)
Protein Crystal Growth

EM Levitator (FEMF)

Float Zone Crystal Growth (FZCG)
Flud Physics Facility (FPF)

P C G Ulor Company 1245F
Isorlectne Focusing (IF 1Y

Optical Fiber Pulling

(rganic + Polymer Crystal Growth
Protein Crytal Growth Faciltiy
Advanced Levitation Units
Solution Cryatal Faciltiy (SCF)
Vapor Crytal Faciiny (VCE)
Advanced Directional Sohdification
High Temp Gen Purpose Furnace

Observational
Sriences

COMM1IO15
SAAXOM
SAAX 112
SAAXPND7
SAAX2NTA
SAAX2078B
SAAX207C
SAAX2070
SAAX207E
SAAX207K

Large Format Camera

Cosmic Ray Nuclet Experiment
Cosmic Dust Collection Expt

Solar Terrectral Obineryatnry
ACRIM

Soft X-Ray Telescope (SXRT)
HRTS

White Light Coronagraph (WL.C)
SUSIM

UV Coronagraph-Spectrometer UV

Technalogy
Development

T OO 1
TDMX2071
TDOMX2072
TDMX2262
TDMX2421
TDMX2442
TDMX2443
TDMX2461
TDMX2462
TDMX2521
TDMX2532
TDMX2564

SC MR Caatinge

Flight Dynamics Identiication

S/C Strain Sensor

Manned Observations Techniques
Active Optic Technology

Transient Upset Phenomena in VLSI
VHXIC Fault Tolerant Processor
Teleoperated Assembly

Dextrous Teleoperator Technology
Acoustics Control Technology
Medicat Experiments Technology
Coatings Maintenance Technology

Internationat

C-001
C-003A
1-001
1-002

L 003

1 004
LIF111
M-001

M 002
MAT110
S-003

S 004
SAAX4002
SAAXA003
T-001

T 005A
TDMX4001
TDMX4004

RF!

Adv Comm & Data Handling Sys - A
Biology & Medicine

Space Medicine

CELSS

Biotechnology

Gen Purp "LIF" Research Facility
Material Science Fxperiment

Space Processing for Advanred Mat
Materials Science Research { ab
High Energy Cosmic Rays

Cosmic Gamma Ray Burets
POLCATS

Life Sciences | aboratory

Space Environment Test

Space Robotics - Step 1

Materials Laboratory

Solar Cells

* Partial outlitting In ;1-g utitization emphasis to allow additional ji-g faciiitles:;
complete outfitting at Phase 1 for other emphases

** Phase 1 mission for u-g utillzation emphasis only, growth mission otherwise
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STUDY APPROACH 2
EXPERIMENT MISSION SET e
C >
CONTINUED _ B
Global Growth Mission Set ="
2 G
tission Type Mission Name Mission Type Mission Name
Industnal Services COMM1014 Remote Sensing Test Dev & Verif International (cont) TDMX4002 Sensor (station)
COMMIN20 Commerrial SAR C on2 Large Communication
COMMT N ooy SatEoeb Depl sy ¢ heck oy C 003RRC Adv Comim & Data Handting Sys
COMMI 118 Class Il Comm Sat Delvery C 004 Grav Stabild Deployable Ant Teat
COMMI1I 116 Class It Comm Sat Delivery C-005 1D of Large Geo Sateliite
COMMI117 Clase } Comm Sat Delivery E 0N2A&R Test of Sensor Technologies
Commi124 Geo Satellte Servicing Demo T 002A&8 Large Antenna Sys Technology
COMM1125 Class It Comm Sat Servicing T-004 Space Energy Experiment
COMM1126 Class 1 Comin Sat Servicing T.005B&C Space Robotics
COMMI207 Industrial Space Facility (1SF) T-006 Platform System Technology
COMM1308 Industrial Space Facihty (1SF) 105235 Robotic Servicing Experiment
COMMI310 Spacehab Hardware Prototype | ab 105236 Fluid Transfer Management
COMM1311 Spacehab | ngistics Module tife Sciences SAAX307 L ife Sciences Lab (subset)
SAAXS03 M SAT B SAAX110 Mars Sample Return Mission
SAAXENA M-SAT.C SAAX1 11 Comet Nucleus Sample Return
Internatonal L Fxo and Radiation Rology Dey SAAX117 Sample Quarantine Facility
Lirp Praduction Bio procesaing. autn Microg Res & Mat Prod COMM1201 US Laboratory (subset)
COMMAD0O Materials Processing Laboratory COMM1233 Atmosphetic Microphysics Facility
M 0023 Commercial Space Processing Test COMM1234 Autoignition Furnace Facil
Mat120 Materials Processing Development COMMI1235 Automatic Sol'n Crystal Growth
MAT 130 Automated Materials Processing COMM1236 Bioreactor/Incubator (BIF)
003 Observations of Upper Almosphete COMM1240 Con Flow Electorphoresis (CFEP)
F 005 DPS for Earth Observation COMM1241 Critical Point Phenomena (CPPF)
F 00K Earth Observation Facility COMM1242 Droplet/Spray Burning Facility
S 001 Astronomical Platform COMM1243 Electroepitaxy Facility
S nn2 Infrared Telescops in Space COMM1249 Free Float Facility
S 005 Line Gamma Detectiop COMM1252 Latex Reactor (LF)
S 006 X Ray Astronomy Observatory COMM1253 Membrane Production (MP)
S 007 Gravitational Wave Detector COMMI1256 Premixed Gas Combustion F acility
S nnK “parce VI BI COMM1258 Rotating Spherical Cony (RSCF)
5-009 Salar Activity Montor COMM1259 Solid Surface Burning Facility
S-010 Submillimeter Telescope COMM12863 Var Flow Shell Generator (VFSG)
SAAX4000 High Frequency Sounder System COMM1275-77  High Temp General Purpose Furnac
SAAX4004 Long Base Line Array COMM1280-81 Catalytic Research Units
SAAX4005 WISP COMM1285 Metal Alloy Separation Units
SPASO1 Far Infrared/Submm Space Tel

COMM1290-92

Thin Film Deposition Units
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STUDY APPROACH
EXPERIMENT MISSION SET

CONTINUED
Global Growth Mission Set

FMmmon Type Mission Hame Mission Type Mission Name
Observational Science SAAXODAA SIHTF Servicing Technology TDMX2212 Mult Antenna Beam Patterns
SAAXQ12 Hubble Space Telescape Servicing Development TDMX2221 Laser Comm & Tracking Develop
SAAXNTTA AYAT ©iyuinn (r vty TDMX20 23 Macer Precision Time Ceneraton
SAAX020 Yarge Deployable Hoflactor TDMX2224 Space-based Optical DSN Terminal
SAAXD21 Superconducting Magnet Facility TOMX2266 S/C Optical Range Determination
SAAX027 Expinrer 1 Servicing TDMX2267 Optical Spatial Tracking S/C
SAAX03D Hueshbkoer 1 TDMX2311 Long-term Cryogenic Fluid Storage
SAAX207 Solar Terrestrial Observatory (subset) TOMX2321 Low Acceleration Propulsion Tech
SAAX207F SEPAC TDMX2322 Laser Propulsion
SAAXDD G wiap 1DMX241¢ Advanced Adaptive Control
SAAX20TH TEBPP IDMX2412 Distributed Control Experiment
SAAX2071 Tethered Satellite System TDMX 2413 Dynamic Disturbance Experiment
SAAXPN7Y Recoverable PDP (PO TDMX2421 Active Optic Technology
SAAX 2850 Hiachhiker 4 - Fanth Radiation 91 % TDMX2422 Thermal Shape Control
SAAX251 Trepical Rainfall Mapping Mssn 5 TDMX2431 Advanced Control Device Tech
Technatogy COMMIINA ORVITIS -8 2 TDMX2433 Dynamic Stabilization FF Robet
Development SAAXEOT Fxperimental Gea Platlorm or TDMX2441 Microelectronic Data Syst Fxpt
SAAXROD “rare Based Antenna ot Range AN TDMX2461 Teleoperated Assem
TOMX2021 Man Machine Mix Investigations o] ; TDMX2462 Dextrous Teleoperator Technolegy
TOMX20P2 CGirowth of Comp Semicond Crystals % o TDMX2463 Autonomous Robotic Maint Demo
TOMX?2023 Growth of Thin Single Crys Waler ~ m TOMX2464 Autonomous Servicing Robot
TDHMX2024 Floctrophoresis Separation Tech —_2 7] TOMX2471 Human/Machine Interface Workload
TDMX20R 1 I arge Space Structires TDMX2472 Advanced Automation Technology
TOMX2062 Space Station Modications 1DMX2473 Adv Robotic Wrksta Tech Demg
TOMX2067 On Orbit Spacecraft Assyftest TDMX2511 Space Power System Environ Int
TDMX20R4 Aduanced Anteppa A<sy/Perdorm TDMX2512 High Voltage in Space Placsma
TOHMX207 1 Fhight Dynamics Ideptiication FTOMX2531 Surgery Technolgoy Development
TOMX2072 S C Striwn Sensor TDMX2541 Tethered Electrodynamic Power Gn
TDMX2073 Ay Struct DyniControl TDMX2542 Tethered Constellation
TDOMX2111 Hentny Large Snlar Cone ontrator TOHMX2543 Tethered Transportation
TOMX2121 Trst Solar Pumped | asers TOMX2544 Tethered fiuid Storage Transter
TOMX2122 Laser-tn-electnic Conyersinn TDMX2561 Satellite Servicing and Refurb
TDMX2132 Advanced Radiator Concepts TDMX2562 Satellite Maintenance and Repair
TDMX2152 Large Space Power Systems Tech TDMX2565 Thermal Interface Technology
TOMX2153 Solar Dynamic Power Tests TDMX2572 Cryo Prop Transfer/Stor/Reliq
TDMX2211 Multi-fin Space Antenna Rng Test _J ‘_J
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Microgravity Research Emphasis

STUDY APPROACH
EXPERIMENT MISSION SET

CONTINUED

Mission
COMM1204
COMM 1206
SAAXAND
TDMX24732
TDMX 2563

Hame

Micrograv & Matenial Process Fac (Mat { ab 2)

Biological Production Units
g Vanable G Free flyer
Pointing and lenlatinn Devices
Materiats Resupply

Microgravity Research & Materials Production Emphasis

Mission
COMM1207
COMM1203
COMMI204
COMMI1205
COMM 1206
COMM1208
COMMIi1213
SAAXA02
TOMX2432
TOMX?25/73

Name
FOS Production Units
FCG Production Units

Mirtagrav & Matenal Process f ac (Mat | ab 2)

b CG Production Yage g2
Biological Production Linits
Crystal Productinn 1inrg
Comainerless Process Prod Units
jtq Variable (3 Fren Flyer
Pointing and lsolation Devices
Maternals Resupply

Lite Sciences Emphasis

Mission
SAAXND
SAAX303
SAAX304
SAAX305
SAAXYINR
SAAX21Y
COMMI1309
TDMX2571
TDMX2573
TDMX2574

Hame

Plapt & Amimal Vivaram & | ah
Human Research [ acility
CFLSS Experimental Qystems
Dedicated CELSS Module
DF1SS Paller

AM Diameter Var-(3 Centiifuge
Orbital Transfer Vehicle
OTV/Payload Interfacing/Transfer
OTV Docking and Berthing
OTV Maintenance Technology

Observalional Science Emphasis

Mission
SAAX010
SAAXO10A
SAAXO1
SAAXO11A
SAAX020
SAAXD21
SAAX028
SAAX029
SAAX031
SAAX032
SAAX113
SAAX114
SAAX115
SAAX116
SAAX201
SAAX221
SAAX222
SAAX223
SAAX?26
SAAX227
SAAX309
SAAXS5N1
COMMI1309
TDMX2261
TDMX2263
TDMX?2R4
TDMX 2265
TDMX2431
TDMX2571
TOMX2573
TOMX2574

Name

ASO/MHRSO Mission

ASOMRSO Servicing

ASOPOF Mission

ASOPOF Servicing

Large Deployable Reflector
Superconducting Magnet F acility
Explorer 2 Servicing

Explorer 3 Servicing

Space Station Hitchhiker 2
Space Station Hitchhiker 3
Planetary Multispectral Telescope
Planetary Infrared Telescope
Astrometric Telescope Facility
Planetary Science Expt Module
Lidar Facility

Large Microwave Antenna
infrared Sounding

Large Imager

Solar-Terres Geo Platform Fxpt
Plasma Processes Lab

SETI Geo-Antenna Mission
Experimental Geo Platform (XGP)
Orbital Transfer Vehicle

Sensor Systems Technology Expt
CO2 Doppler Lidar Wind Sensor
Microwave Remote Sensing
Satellite Doppler Meteorol Radar
Pointing and Isolation Devices
OTV/Payload Interfacing/Transfer
OTV Docking and Berthing

OTV Maintenance Technology
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STUDY APPROACH
MISSION REQUIREMENTS

Microgravity Research Missions

* Requirements for a microgravity research facility were derived from the Microgravity and Materials
Processing Facility (MMPF) Study Data Releaset

- Fully outfitted laboratory consists of 30 facilities which represent 47 missions in the MRDB
-» Resource requirements for these facilities is highly dependent upon equipment utilization

assumptions. 100”5 equipment utilization (all facilities operating all the time) is not a practical
assumption

» MMPF provides data on reasonable equipment utilization (run duration and frequency) and
corresponding resource requirements

* The Phase 1 configuration does not provide sufficient pressurized volume to fully outfit the microgravity
and materials processing lab while allowing research in other areas

* Resource requirements for the fully outfitted laboratory are based on the global mission set analysis
in the MMPF

* Resource levels for partial configurations of the laboratory are determined by scaling down the

global mission set requirements based on maximum power/ minimum run duration utilization of
existing facilities

* Facilities present at Phase 1 are based on the Level Il Trial Payload Manifest, and the NASA Code EM
developed subset of 20 missions out of the 30 MMPF facilities

* The second materials laboratory is assumed to be a duplicate of the first in terms of resource requirements

t Contract No. NAS8-36122, Teledyne Brown Engineering and Boeing Aerospace Co., February 2, 1987
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STUDY APPROACH

MISSION REQUIREMENTS
CONTINUED

Life Sciences Missions

. Resource requirements for the General Life Sciences Lab (SAAX307) and 1.8 M centrifuge (SAAX307A)
were based on data from the Reference Mission Operational Analysis Document (RMOAD) for the Lite
Science Research Facilities.

.. The RMOAD breaks the outfitting of the lab into 5 phases

.. Where necessary, partially outfitted configurations were developed by accommodated a subset
of the full 5 outfitting phases

. The diagram below shows the desired evolution of the life sciences research facilities. Shaded
regions represent missions in the life sciences emphasis mission set only. For other emphases,
SAAX307 is assumed to continue indefinately

Sample Quarantine Facility - SAAX117

Facilities Evolution Scheme [CELSS Pallet Systems - SAAX306)
for Life Sciences Research

CELSS Systems Lab - SAAX304 Dedicated DELSS Module - SAAX305

CELSS Systems - SAAX304
Plant & Animal Vivarium - SAAX302

—

General Life Science

Lab - SAAX307 Human Life Science Lab - SAAX303

[ 4 Meter Variable Gravity Centrifuge - SAAX311 |
g Gas Grain Simulator Facility - SAAX308
Facilities r y ]
Time —
67

PAGE_ L WTENTIONAGAY BLANK



STUDY APPROACH - MISSION REQUIREMENTS
CONTINUED

This Page Intentionally Left Blank

68



JIATd ION INVIg 39V4 ONIQAOdYd

STUDY APPROACH

MISSION REQUIREMENTS
CONTINUED

Observational Science & Technology Development Missions

* Mission specifications for the Great Observatories (HST, AXAF, and SIRTF) were derived from the
Customer Servicing Requirements Data Book (JSC 30222, March 15, 1986)
«» Mass
«+ Operational orbit
+« Servicing interval
«» Expected lifetime

* Launch date for the Great Observatories is based on the October 1987 Payload Flight Assignments,

NASA Mixed Fleet
** GRO not included because end-of-life reached prior to Phase 1 completion based on launch

date and expected life
-+ HST and SIRTF assumed to be operational at Phase 1

* Requirements for numerous MRDB missions involving observational geostationary platform

experiments were synthesized into one mission
-+ Designed to represent generic geostationary platform with experiments being serviced and

changed out periodically
-+ Initial platform construction and deployment based on the experimental geostationary platform

mission (SAAX502)
-+ Encompasses the following MRDB missions: Large Microwave Antenna, Infrared Sounding,

Large Imager, STO Geo Platform Experiment, and the SETI Geo-Antenna Mission
-+ All servicing and experiment changeout assumed in-situ

* Tether technology development mission requirements were synthesized into one tether technology
and application mission

- Technology development mission requirements were synthesized when shared equipment or a fixed
sequence of accommodation was specified
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STUDY APPROACH
TRANSPORTATION MODEL

* Growth scenarios were developed by using a predefined level of earth-to-orbit transportation
(frequency and type of launch vehicle) and then determining the growth and mission
accommodations that this level of lift would support

* Three levels of transportation support were considered
** NSTS Only - at a frequency of 5 per year representing the minimum level of support

*» Moderate - 5 NSTS per year until station operating year 3 when 1 Shuttle-C and international
ELVs are added

** Aggressive - 5 NSTS and a mix of ELVs each year increasing to 8 NSTS and including
Shuttle-C in year 3 and increasing again in year 5 with more international support

* These transportation models are designed to encompass the full range of possible levels of
transportation support to the Space Station in order to determine the maximum and minimum
resource requirement levels
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STUDY APPROACH - TRANSPORTATION MODEL
CONTINUED

This chart shows the lift capability for all the launch vehicles used in this analysis. Launch capabililies for the ELVs are based
on data in the document “Transportation Options and Space Station Evolution Study”, Teledyne Brown Engineering, Dec. 1, 1987.

The lift capabitity for the NSTS used in this study assumes the implementation of a certain number of ascent performance
enhancements by the Phase 1 time frame. A full set of possible enhancements, based on data in a presentation from the
engineering directorate of NASA/JSC, is shown below. In order to be progressive in our projections and at the same time somewhat

conservative, 50™% ol the enhancements below which are marked in bold where incorporated into the NSTS launch capability for this
study.

Enhancement Payload Increase Required Action
Advanced SRM +12.0001bs’ Study and authorization
Insulator/l iner 400
Nozzle/Bearing 1000
HTPB Propeliant 2800
Case Material 2300
Case Diameter 2000
Thrust Profile/Heads Up 4000
Other Vehicle Mods 46,600 Lbs Cost/benefit assessment
109% SSME 5000 SSME A certification
No SRB Recovery 1600
Loads/Fiuller Constraints +1.500 Lbs Complete flutter/aero detailed test objectives
q from 79010 819 PSf 1000 (additional instrumentation)
q-alpha from 350010 3000 PSF-Deg 500 and 6.0 loads cycle
Transatlantic Abort Landing (TAL) +1.500 Lbs. Risk Assessment
Priority over Abor to Orbit (ATQ)
Reduced System Dispersions +100Q Lbs Flight data reduction
Integrated STS/SS Reserves +500 Lbs Coordination

“temized values shown add up: to 12.500. This inconsistency was present in the referenced presentation.
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STUDY APPROACH
TRANSPORTATION MODEL

CONTINUED
70
60
50
Capabitity ’ ’ :
(Kg) NSTS Ascent Performance
10 Enhancements*
20
10
Ov-102, ovi1o3 Titan IV Shuttle-C Ariane V H-1l
ovi04 (ESA) (Japan)

Launch Vehicle

‘NSTS upweight capability for the purposes of this study is projected to be equal to the current NSTS commitment to station
{14,119 Kg for OV-102, 17,933 Kg for all others) plus 50% of the followin

g potential enhancements identitied by JSC (Ref. NSTS
Upweight Capability Enhancements, Mark Craig,

Engineering Directorate, NASA/JSC, July 21, 1987) : Advanced Solid Rocket
Motor (+5448 Kg), other vehicle mods (2996 Kg), Integrated STS/Space Station Reserves (+227 Kg)
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STUDY APPROACH - TRANSPORTATION MODEL
CONTINUED

The 5 NSTS/yr only transportalion model represents the current NSTS commitment to the Space Station. This model was
used as the least aggressive, "worst case” scenario where the decision is made to not use ELVs for Space Station support, and the

currently projected NSTS flight rate to the station is not increased during the operating litetime of the station.
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STUDY APPROACH

TRANSPORTATION MODEL
CONTINUED

2 NSTS/Yr Only Transportation Support
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STUDY APPROACH - TRANSPORTATION MODEL
CONTINUED

The moderate transportation model maintains the 5 NSTS/yr support level while allowing for the use of some ELV support.
ELV support does not begin until the third year following Phase 1 based on the assumption that time will be required to "iron all
the bugs out” and fully integrate ELVs into Space Station operations. In the third year, international participation is included
by one launch vehicle per ycar from both ESA and Japan. At the same lime, one Shuttle-C or Advanced Launch System (ALS)
vehicle per year also comes on line. The time frame for the inclusion of all of these vehicles is consistent with their projected
development cycle.

Based on the projected demand for TitanlV vehicles by the DOD and other NASA interests, no TitanlV support was
included in the moderate transportation model.

76



STUDY APPROACH

TRANSPORTATION MODEL
CONTINUED

ModerateTransportation Support
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STUDY APPROACH - TRANSPORTATION MODEL
CONTINUED

The aggressive transportation model begins with an NSTS |
year 3. The heavy NSTS support requirements during the severa
of payloads on the launch manifest, making it difficult to justity higher levels of NSTS support in the early years of station
operation. One TitantV and one Shuttie-C type vehicle are also included for the first two years. The Shuttle-C assumption is
consistent with the possibility of developing such a vehicle for use during Space Station assembly. The Air Force has stated

that it can provide one TitanlV faunch per year for NASA by 1993 (Space Business News, 12/14/87), justifying the inclusion of
this vehicle in the aggressive model.

light rate of five per year and increases to eight per yearin
| years of assembly leading to Phase 1 will result in a backlog

As in the conservative model, internationally provided ELVs begin in year 3. At the same time, the TitanlV is phased out

as a second Shutile-C flight per year comes on line. The final increment in this model occurs in year 5 with a second ELV from
both ESA and Japan.
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TRANSPORTATION MODEL
CONTINUED

Aggressive Transportation Support
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STUDY APPROACH

LOGISTICS REQUIREMENTS

 Four types of carriers are used to transport logistics material (spares, food, experiments &
equipment, etc) to the Space Stationt

Carrier Carrier Mass Carrier Mass Capacitly Mass Fraction®
Pressurized module 5199 kg 10,011 kg 0.52 g %
Unpressurized module 1498 kg** 2869 kg 0.52 é
Fluids carrier 1701 kg 1453 kg 1.17 '8 =
Propellant carrier 1335 kg 3366 kg 0.40 % ‘:_>_
CEmpty Camier Mace/Carner Macs Capacity O
T Only the 8 ttength unpressurzed cartier was considered in this study c P
Z R
+ The total carrier mass requirement for any station operating year is calculated by determining 3 &

the logistics mass for each category and multiplying by the respective carrier mass fraction
- The number of carriers required in a particular year is calculated by dividing the total carrier

mass requirement by the corresponding carrier mass

t Mass properties and capabilities for the logistics carriers are based on data presented by Boelng Corp. at the Critical Evaluation
Task Force (CETF) meeting at LaRC on 8/30:86. The pressurized module data tepresents the baseline carrier.
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STUDY APPROACH
LOGISTICS REQUIREMENTS

CONTINUED

Annual Crew & Station Support Logistics at Phase 1 *

______ RETURN
Crew Support 7,581 Kg 5,370 Kg
« Food 5,885 Kg
- Personnel Support 1,045 Kg 521 kg
(hygiene, clothing, etc)
- Station Support 651 Kg 4,849 Kg
(housekeeping, waste management,
trash)
Station Support 13,606 Kg 11,242 Kg
- Spares, Documentation, etc 6,884 Kg 6,884 Kg
- ECLSS Fluids 1,445 Kg 1,354 Kg
- Station N2H4 2,273 Kg
« EVA Support 3,004 Kg 3,004 Kg
Totals 21,187 Kg 16,612 Kg

* Based on Level B SSCN #BM010026A
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STUDY APPROACH

LOGISTICS REQUIREMENTS
CONTINUED

Additional Annual Crew & Station Support Loqistics During Growth *

LIF RETURN

Additional Crew 948 Kg/Crewman 671Kg/Crewman
Additional Power (Solar Dynamic) 1,000 Kg/50 KW 1,000 Kg/50 KW
Additional Pressurized Volume

- Hab/Lab Module 2,868 Kg 2,473 Kg

- Node 547 Kg 472 Kg

- Large Pocket Lab 1,238 Kg 1,068 Kg

- Small Pocket Lab 613 Kg 528 Kg

* Based on proportionate increases of Phase 1 requirements with crew size, power and mass for crew, power and

volume increases respectively
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STUDY APPROACH
LOGISTICS REQUIREMENTS
CONTINUED

Housekeeping Power Budget

g Station Element Housekeeping Power Requirement*

= Phase 1 Configuration 35 KW

@

; Per Additional Habitation Module 7.0 KW

@ Per Additional Laboratory Module 6.7 KW Q

: Per Additional Large Pocket Lab 2.2 KW

= Per Additional Small Pocket Lab 1.1 KW S 5

4 Per Additional Resource Node 0.63 KW %

= Per Additional Truss Bay 0.153 KW <

Z o

Q *

-3 o L5
oud

") ~

=

=

5}

)

" Power requirtements for hasehned station elements are based on the PDRD, Section 6, Rev B, January 1988, Table 5-2
Rrcrien poedn toiremernt o voepd or Plecanre Hode 1

Pocket Iab power tequiremente are propertanate to faboratory module requirements based on relative size
Triss hay requirements include overhenad fnr hne loss and attached payload support equipment
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STUDY APPROACH
OMV SUPPORT

. The OMV is assumed to b

e NSTS based until the payload servicing facility is acco
«« OMV up and down mass is

mmodated
charged to the transportation model
.« The OMV is temporarily bert

hed at the station until propetiant is spent, then returned to
Earth

. OMV propeliant is budgeted for

free flyer mission support and
. Propellant requirements

ELV payload retrieval
are estimated on a per mission basis as a function of OMV payload
mass and delta height requirements plus a 10% dispersion allowance
.. Insitu servicing capability is not assume

d. All servicing is at the station and requires a free
flyer retrieval flight and, after servicing, a free flyer deployment flight

.« ELV payload retrieval assumes payload delivered to an orbit in plane 10 n.m. below the
station

.. OMV mass for propellant budgeting assumes 3/4 propellant load.

.. OMV mass (vehicle fully fueled) =

8,115 kg*; OMV full prop load = 3,990 kg*
.« OMV specific impulse = 290 seconds’

1V Design Reference Mission Analysis”. MDAG ES TM No 1.2 TM-FM88034 02, 15 October 1987
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GROWTH SCENARIO RESULTS - FINAL STATION RESOURCE LEVELS

Station resource levels at completion of growth are a function of transportation model and resource requirements of the
mission emphasis. Resource levels are initially increased as the transportation model allows to relieve the resource deficits created

by accommodation of the Phase 1 mission set. After initial deficits are relieved, resource levels grow as required to support new
mission accommodations.

Lift allocation for resource growth is limited since available lift is required for support of ongoing missions, crew and station
logistics, and logistics carriers. Resource levels are increased if available resources are lower than user requirements and the
transportation model can support delivery of growth components in addition to the ongoing lift requirements. The 5 enhanced NSTS
llights per year transportation model allows an increase of crew in only one growth scenario. This was possible since the Phase 1

mission requirements are lower for this particular emphasis and allow the support of an additional module, crew, and associated
logistics.

Required resource levels vary with the mission emphasis. Microgravity Research & Materials Production missions have the
highes! power and crew requirements of the major emphases. Pocket lab requirements are high for this emphasis since these are
required to house several of the production facilities. Microgravity Research missions (with minimal materials production)has a
substantially lower power requirement. The Lile Sciences emphasis tends to require more lab volume than the other emphases. This
is due to requirements of dedicated lab modules for several life science facilities. The Observational Science emphasis has the most
moderate requirements of the emphases. Due to moderate lift, crew, and power requirements of missions in this category, a greater
percent of missions in other categories can be accommodated within existing station resource limits.
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GROWTH SCENARIO RESULTS
FINAL STATION RESOURCE LEVELS

Emphasis Transportation Model Power Crew  HabModules Lab Modules Pocket Labs
Microgravity Research Aggressive 225 24 3 5 2
Microgravity Research 5 NSTS/yr only 125 14 2 3 1
& Materials Production  Moderate 225 24 3 5 2
Aggressive 325 24 3 5 3
Life Sciences 5 NSTS/yr only 125 8 1 3 2
Moderate 225 22 3 6 2
Aggressive 275 24 3 6 2
Observational Science 5 NSTS/yr only 125 8 1 3 1
Moderate 175 22 3 4 2
Aggressive 175 24 3 4 2
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GROWTH SCENARIO RESULTS
MICROGRAVITY RESEARCH EMPHASIS

+ Objective

Accommodate facilities devoted to microgravity research in their desired time frame, while
maintaining support to other station activities close to the Phase 1 level. While one goal of
microgravity research is to lead to commercial production of materials in space, this scenario
emphasizes only limited production unit accommodation under the assumption that most production
units requiring very low gravity levels will be branched to co-orbiting facilities or platforms

- Emphasized Growth Missions

US Materials Laboratory (COMM1201) A subset of this lab is present at Phase 1; complete
outfitting is a primary priority

Microgravity & Materials Processing

A second major laboratory which will extend the
Laboratory (COMM1204)

capabilities of the first materials lab

Biological Production Units A full scale biological processing facility for commercial
(COMM1206) production of pharmaceuticals
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GROWTH SCENARIO RESULTS - MICROGRAVITY RESEARCH EMPHASIS
AGGRESSIVE TRANSPORTATION SUPPORT
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GROWTH SCENARIO RESULTS

MICROGRAVITY RESEARCH EMPHASIS
AGGRESSIVE TRANSPORTATION SUPPORT

Summary of Mission Accommodation

+ General

*+ Mission accommodation included 2 dedicated materials research labs, 1 materials production
facility and primary missions in other mission categories. Mission accommodation in
non-emphasized categories was poor due to high resource requirements of the microgravity
research missions

-« Growth activities for the first 2 years were devoted to correcting resource deficiencies at Phase
1, providing lab volume to Support complete outfitting of materials lab #1 and accommodating
the OMV and payload service facility

*» Growth to the dual keel configuration was accomplished in station operating year 2. This
resulted in growth to 10 attach points available for Technology Development and
Observational Science missions

* Microgravity Research
*« All missions in this category were accommodated. This does not include the materials
production facilities which are part of the Microgravity Research and Materials Production
emphasis scenarios (Electroepitaxi

i i ; materials lab #2 was

accommodated and completely outfitted in year 3

+* The Micro-g Variable-g Free Flyer was accommodated on time (i.e., accommodated during the
desired start year) in year 7

* Industrial Services

+» The growth missions accommodated wit

hin this category include the Industrial Space Facility
free flyer and attached missions. Thes

€ were accommodated in years 4 and 5, respectively
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GROWTH SCENARIO RESULTS

MICROGRAVITY RESEARCH EMPHASIS

AGGRESSIVE TRANSPORTATION SUPPORT
CONTINUED

Summary of Mission Accommodation (cont)

+ Life Sciences
*« Full outfitting of the life sciences lab was completed in year 8
-+ The sample quarantine mission added in year 7 allowed the accommodation of the sample
return missions on time

+ Observational Sciences
*+ Addition of the payload servicing facility in year 2 allowed the on time servicing of the Hubble
Space Telescope
+« Both observational co-orbiting platforms were accommodated in early station operations.
SIRTF was serviced 1 year late in year 3 and AXAF was serviced on time in year 5
« Numerous attached and free flyer missions were not accommodated since resource allocation
was directed to the Microgravity Research missions

* Technology Development
» Few growth missions in this category were accommodated due to high lift and crew
requirements of the Microgravity Research emphasis. Missions which were accommodated
are primarily low resource, short duration missions
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GROWTH SCENARIO RESULTS - MICROGRAVITY RESEARCH EMPHASIS
AGGRESSIVE TRANSPORTATION SUPPORT
CONTINUED

The final station contiguration including module, pocket lab, solar dynamic collector, and truss additions is shown for the
Microgravity Research emphasis, aggressive transportation support scenario. The module pattern given is conceplual only and Is
meant to illustrate volumetric size of the station in terms of number of modules and pocket labs and their associated facllities.
Contfiguration analysis to determine an optimal module pattern would involve humerous operational Issues which were not
addressed in this study.

This configuration shows the addition of 2 hab modules, 2 lab modules, and 2 pocket labs to the Phase 1 station. Also
added are truss bays for the evolution of the dual keel and for support of additional solar dynamic collectors. Not shown but also
included is the addition of the payload servicing facility and the station-based OMV. Facilities in support of the Microgravity
Research emphasis include 2 dedicated microgravity research lab modules and a materials production pocket lab.

Station growth components added per year and the resuliting available resources for this scenario are given in the following
table.

rhicrogravity Resear ot finphasts
Aqqressive lrancepertation Model

e

THID

-

ALVND ¥OOd 40

Si 39vd

Year 15D Attaye] total Powel User Power] Total Ciewuser Crew | tHabs | tabs JSin PocketgLag PocketgAttach Pntdryss baylOMV | O1V Jorowlh Mag
Phase | 0 /A as 7 8 6 l 3 0 0 4 0 0 0

| | 125 72 16 12 2 4q (0] 0 4 17 0 0 75175 Kg

2 1 125 669 16 12 2 4 0 0 10 7 ) 0 49105 Kg

S ? 175 98 8 22 164 3 ) 0 0 10 71 1 0 73945 Kg

4 7 [IVAN a3q 24 18 3 5 | 1 10 81 ¥ 0 22553 Kg

o 3 225 142 1 24 18 3 S 1 | 10 81 | 0 11114 Kq
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MICROGRAVITY RESEARCH EMPHASIS

AGGRESSIVE TRANSPORTATION SUPPORT

CONTINUED
Final Station Confiquration
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Note: Module pattern shown is
representative only
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GROWTH SCENARIO RESULTS - MICROGRAVITY RESEARCH EMPHASIS
AGGRESSIVE TRANSPORTATION SUPPORT
CONTINUED

and power is shown for station operations after completion of growth. The pie charts are representative of

Allocation of lift, crew,
r this scenario and are based on an average of annual requirements during this period.

mature station operations fo

The lift allocation pie shows a large percent of total lift required for Microgravity Research and Industrial Services missions.
Facilities which are reflected under Microgravity Research include 2 dedicated materials research faboratories (COMM1201 and
COMM1204), biological production units facility (COMM1206), and a microgravity/variable gravity free flyer (SAAX402). The majority of
the Industrial Services lift is required for support of the attached and free flyer Industrial Space Facilities. These facilities provide
laboratory volume for a variety of uses including microgravily research. Logistics carrier lift requirements reflect equivalent fift 1o
support 15 pressurized log module, 18 unpressurized carrier, 3 fluids carrier, and 7 propellant carrier flights per year. Lift allocation for

crew & slation support represents logistics resupply for 8 station modules and 24 crew persons.

ational and Microgravity Research missions. International crew requirements are

User crew requirements are highest for Intern
e science research facilities. Housekeeping crew requirements are assumed to be

primarily in support of microgravity research and lif
25% of the total station crew.

Power requirements amon
which have the highest power requirements are the Euro
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MICROGRAVITY RESEARCH EMPHASIS

AGGRESSIVE TRANSPORTATION SUPPORT
CONTINUED

Resource Allocation

|
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GROWTH SCENARIO RESULTS - MICROGRAVITY RESEARCH EMPHASIS
AGGRESSIVE TRANSPORTATION SUPPORT
CONTINUED

The timeline of major mission accommodation and growth element addition for the Microgravity Research emphasis, aggressive
transportaton support scenario is given below. This timeline shows the correlation of resource growth (i.e., additions of power, crew,
lab volume) with the accommodation of growth missions and the evolution of station facilities.

Facilities in support of the Microgravity Research emphasis include materials lab #1, materials lab #2, the biological production
units facility, and the variable-g micro-g free flyer. Evolution of core station facilities in support of this emphasis is complete in station
operating year 3. The 100% outfitting of materials lab #1 requires the additional lab volume shown by the accommodation of the 4th lab
module in year 2. Also required for complete outlitting and utilization of materials lab #1 is additional power (50 kW power with the
addition of 2 solar dynamic collectors) and crew (accommodation of hab module #2 and 8 crew persons). Materials lab #2 is tully
outlitted in station operating year 3. This requires an additional dedicated lab module, crew, and power for support. Crew growth
above 16 crew persons requires the accommodation of hab module #3. The biological production units facility requires a large pocket
lab for housing. This facilitiy and the accommodation of a European materials research facility create the requirement for power

growth to 225 kW.

Additional growth components are the dual keel and booms required for support of Observational Science and Technology
Development missions, and the OMV and payload servicing facility required for servicing of the variable-g micro-g free flyer and
Observational Science free flyers. The small pocket lab houses the sample quarantine facility.
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MICROGRAVITY RESEARCH EMPHASIS

AGGRESSIVE TRANSPORTATION SUPPORT
CONTINUED

Summary of Major Mission and Station Element Growth

Observatory
(507%) b3
Biologica! Production
Gnas Grain Units
s G
Simulator Variable.g Micro-g
Major Free Flyer
Missions Mat Lab #1
(50%)
Lite Scirnce 1.ab Mat Lab #2 Hfe Science Lab g
(757%) (100°%) (100%) -
Total 75 12% g :
Power (KW)
) : ) (S
Total Crew 8 16 ; e oo ; 2 e ; 3\ pu“
Growth Hab Modules 1 2 3 : L - R : }q fEad
Elements Lab Modules 3 I 4 5 o B . P - e
Large Pocket Labs 1
Small Pocket Labs r Paylaad 4
< dud Servicing ) SSacanscaccens 4 ¢ ¢ X T T
Miscellaneous Bay/OMY
$) 3 ¢ 2 ¢) > ) ¢ b 4 p 4 X
T I T 1 T 1 1 1 T T ¥
Phase 1 3 4 5 6 7 8 9 10 11 12
1

Station Operating Year
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GROWTH SCENARIO RESULTS
MICROGRAVITY RESEARCH AND MATERIALS PRODUCTION EMPHASIS

+ Objective

FICEREN
AR L

Accommodate major microgravity research laboratories and materials processing production units in
their desired time frame, while maintaining support to other station activities close to the Phase 1

level

- Emphasized Growth Missions

US Materials Laboratory (COMM1201)

Microgravity & Materials Processing
Laboratory (COMM1204)

Electroepitaxial Crystal Growth
Production Units (#1 and #2)
Biological Production Units
(COMM1206)

Crystal Production Units
Containerless Process Production

Units (COMM1213)

Electrophoresis Operations in Space
(EOS) Production Units (COMM1202)

A subset of this lab is present at Phase 1; complete
outfitting is a primary priority

A second major laboratory which will extend the
capabilities of the first materials lab

Two production units used to grow large gallium
arsenide crystals in bulk quantities for the commercial
market

A full scale biological processing facility for commercial
production of pharmaceuticals

Commercial production of high purity, low defect density
semiconductor materials

Commercial production of high quality optical fibers
Production facility mission used to represent a generic

lift and power intensive process requiring a separate
large pocket lab
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Summary of Mission Accommodation

+ General

[SERANPRE

*» Accommodation of growth missions in all mission categories was very poor due to the heavy
lift requirements needed by the Phase 1 missions and crew & station logistics

-- Growth activities for the first 3 years were devoted to correcting resource deficiencies at Phase
1 and accommodating the OMV and payload service facility

- Lift capability was insufficient to accommodate an additiona! lab module and associated
Er logistics. This resulted in inadequate rack volume for complete accommodation of materials
i lab #1 and the life sciences lab
* Microgravity Research & Materials Production

-+ The only growth mission accommodated in this category is an external attached production
facility. This was accommodated in year 11

o L

-» Complete outfitting of materials lab #1, accommodation of several production facilities and
accommodation of materials lab #2 was not possible due to inadequate lift

- Industrial Services

*» The missions in this category have significant litt requirements in general. For this reason
none were accommodated in this scenario

 International

-» The only growth mission accommodated in this category was a materials production free flyer
which was accommodated in year 12
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Summary of Mission Accommodation (cont)

« Life Sciences

.- Inadequate lift did not allow full outfitting of the life sciences lab

.« The sample quarantine mission added in year 7 allows the accommodation of the sample
return missions on time

« Observational Sciences

.- Addition of the payload servicing facility in year 3 allows the on time servicing of the Hubble
Space Telescope

.« Lift requirements of the microgravity and materials processing emphasis did not allow the
evolution of the dual keel; no additional external attached missions were accommodated

» Technology Development

-« No growth missions in this category were accommodated due to high lift requirements ot the
Microgravity Research and Materials Production emphasis and lack of available attach points
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CONTINUED

The final station conliguration including module, pocket lab, solar dynamic collector, and truss additions is shown for the
Microgravity Research and Materiais Production emphasis, 5 NSTS/year transportation support scenario. The module pattern given
is conceptual only and is meant to illustrate volumetric size of the station in terms of number of modules and pocket labs and their

associated facilities. Configuration analysis to determine an optimal module pattern would involve numerous operational issues
which were not addressed in this study.

Major growth components for this scenario include an additional hab module, 1 pocket lab, a pair of solar dynamic collectors
and truss to support the solar dynamic collectors. Also included but not shown is the addition of the payload servicing facility and
the OMV. Lift for this 5 NSTS flights/year transportation scenario was inadequate for evolution of the duat keel or the
accommodalion of additional lab modules. The Microgravity Research and Materials Production emphasis Is the only emphasis for
the 5 NSTS flights/year transportation support scenarios in which an additional module was able 1o be accommodated. This is due

to lower Phase 1 mission lift requirements than the other emphases. The resulting additional available lift is adequate to support
delivery and logistics resupply of a single hab module.

Growth components added per year and resulting available resources are given in the following table.

fticrogravity Research & Mater 131 0y oduction Fntmasis N
SNGTS/Year Tranwportation Mode!
Year 15D ArrayfTotal Powed Uver Power] Total Crew User Crew] Habs | Labs ISm Pocket§iq Pocketd Attach PntTruss baysl oMv] oTv Growth Mas«
Phase | 0 75 45 2 8 6 I 3 0 0 4 0 0 0
! | 125 an 7 8 6 ! 3 (o] 0 4 17 0 0 14989 Kg
2 ! 125 90 7 8 6 I 3 0 0 4 '7 (o] 0 Kg
3 ! 125 RS 12 a9 ? 3 0 0 4 17 ! 0 36411 kg
4 ! 125 825 12 9 2 3 0 0 4 17 1 0 Kg
5 ! 129 825 1?2 G 2 3 0 0 4 17 | 0 Kg
6 ! 125 B2S 1?2 9 2 3 0 0 4 17 ! 0 Kq
7 ! 125 81 a 12 9 2 3 ! 0 4 17 | 0 6500 Kg
f ! 125 814 12 a9 ? 3 ] 0 4 17 ! 0 Kg
9 | 125 814 12 9 2 3 | 0 4 17 ! 0 Kg
10 | 125 814 14 105 2 3 | 0 4 17 | [¢] Kq
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Final Station Configuration

Note: Module pattern shown is
representative only
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Allocation of lift, crew, and power is shown for station operations after completion of growth. The pie charts are representative
of mature station operations for this scenario and are based on an average of annual requirements during this period.

The lift allocation pie chart shows a majority of total lift is required for crew & station suppor logistics and logistics carriers.
This distribution results from the minimal lilt available with the 5 NSTS flights per year transportation model. The logistics carrier
allocation reflects lift required for 6 pressurized log module, 4 unpressurized carrier, 2 fluids carrier, and 2 propellant carrier flights per
year. The crew & station support logistics allocation represents lift to support 5 modules and 14 crew persons. Lift allocated in
support of Microgravity Research and Materials Production is required for 50% accommodation of materials lab #1 (COMM1201) and
accommodation of the containerless production units facility (COMM1213).

User crew requirements are highest for the International, Microgravity Research & Materials Production, and Life Sciences
missions. The International missions inciude the International missions of the Phase 1 mission set and a Canadian materials
production free flyer (COMM4000). Crew for the microgravity research and materials production missions and life science missions
represent requirements for the two major labs of the Phase 1 station.

Primary power requirements are from station housekeeping, International missions, and Microgravity Research & Materials
Production missions. Station housekeeping power is approximately 44 kW in support of 2 hab modules, 3 lab modules, and a small

pocket lab. The International mission set includes several major power users including materials research and life science
taboratories.
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GROWTH SCENARIO RESULTS - MICROGRAVITY RESEARCH AND
MATERIALS PRODUCTION EMPHASIS

5 NSTS/YR ONLY TRANSPORTATION SUPPORT
CONTINUED

The timeline of major mission accommodation and growth element addition for the Microgravity Research & Materials
Production emphasis, 5 NSTS tlights.year transportaton support scenario is given below. This timeline shows the correlation of

resource growth (i.e., addilions of power, crew, lab volume) with the accommodation of growth missions and the evolution of station
facilities.

Station evolution and facilities accommodation is minimal for the 5 NSTS flights/year transportation support scenario. The only
growth mission accommodated in support of this emphasis is the containerless production units facility in station operating year 11.
This facility is an external, attached faciltiy which does not require the addition of a pocket lab. Complete outfitting of materials lab #1
was not possible since additional rack volume is required and a new lab module could not be accommodated.

Growth items in this scenario include 2 solar dynamic collectors (50 kW power increment) , hab module #2 and 6 crew persons,
a small pocket lab, and the OMV and payload servicing facility. The additional power and first increase in crew is required to relieve
resource deficils of the Phase 1 mission sel. The OMV and payload servicing facilily are accommodated to service the Great
Observatories. The small pocket lab is required to house the sample quarantine facility. Although the sample quarantine facility is
not required for support of the Microgravity Research & Materials Production missions, this facility is accommodated under the
assumption that it is a requirement for support of the Mars Sample Return and Comet Nucleus Sample Return missions. These
missions are high priority and resources to support them are assumed to be budgeted from ongoing station activities.

The Microgravily Research & Malerials Production emphasis is the only emphasis of the 5 NSTS flights per year scenarios in

which an additional hab module is able 1o be accommodated. This is due to lower lift requirements of this Phase 1 mission set than
in other scenarios. The resulting "additional” lift in this scenario is adequate for delivery and logistics resupply of hab module #2.
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Summary of Major Mission and Station Element Growth

I 1
éo]nr—Teneshml
Observatory
(507%)
Life Science Containerl
Lab (75°) ontainerless
. Production
Major i
Missions Gas Grain
Mat Lab #1
. (50°%)
Total 75 125
Power (KW)
L B R OR g i
Total Crew 8
GTOWth Hab Modules 1
Elements [LabModutes 3
Large Pocket Labs
Small Porket Labs l 1
- P - ’.’ay'oad rorren - Pry—ppr—— . Y———— s
Miscellaneous Servicing
Bay/OMV
) 4 £) ) 4 ) 4 s b ) b 4 x| ) 4 X 1) b §
T 1 T i I 1 T ] I T T 1
Phase 1 2 3 4 5 6 7 8 9 10 11 12

Station Operating Year

117

40

- o

ALVND y¥ood
Sl Tova 9

HEMN e

TN



GROWTH SCENARIO RESULTS - MICROGRAVITY RESEARCH AND
MATERIALS PRODUCTION EMPHASIS
MODERATE TRANSPORTATION SUPPORT

This Page Intentionaily Left Blank

118



aENTIA TON ANV goHvd HNIGEIHEI

GROWTH SCENARIO RESULTS

MICROGRAVITY RESEARCH AND MATERIALS PRODUCTION EMPHASIS
MODERATE TRANSPORTATION SUPPORT

Summary of Mission Accommodation

« General

*» Growth for the first 2 years was devoted to correcting crew and power deficiencies at Phase 1
-+ Lift for the first 3 years was insufficient to allow accommodation of any growth missions

-+ The accommodation of only a few of the materials production units prevented significant
accommodation of non-micro-g missions

+ Microgravity Research & Materials Production
-« Complete outfitting of the first Microgravity and Materials Processing Facility was not possible
betore the fourth station operating year

-« The second general Materials Laboratory was accommodated over the course of four years
and was delayed by three years due to slow growth during the first three years

*» Only two of six materials production units were accommodated due to insufficient lift. These
two facilities, Crystal Production Units and Containerless Process Production Units have the
lowest resource requirements of the production units in the EMM and were begun 4 and 6
years late, respectively

+ Industrial Services

-+ The missions in this category have significant lift requirements in general. For this reason
none were accommodated in this scenario

+ International

** Several of the lower resource using international growth missions were accommodated on time
«» Although most of the on-time missions were the Phase 1 missions, only 15% of the

international missions in the EMM were not started at all, and delays for slipped missions
average only 5 years
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CONTINUED

Summary of Mission Accommodation (cont)

+ Life Sciences

*» The sample return missions were accommodated on time because these missions were given
high priority

-« The only other Life Sciences growth mission was the complete outfitting of the general life
sciences lab. This occurred in the fourth operating year of the Space Station

+ Observational Sciences

- Servicing of the Great Observatories (Space Telescope and AXAF) was not possible prior to
Station Operating year 5

-+ Several other smailer observational science missions were accommodated very late including
the Tropical Rainfall Mapper and Earth Radiation Hitchhiker (both in year 14)

* Technology Development

*» Less than half of the Technology Development missions were accommodated due to lift and

user crew limitations. These missions were considered lower priority missions within this
emphasis and typically were accommodated after completion of station growth

121

PAGE /20 _ INVENWIONMLY RLANK



ALVNO ¥ood 0
Si 39vd YN0
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MODERATE TRANSPORTATION SUPPORT

CONTINUED

The final station configuration including module, pocket lab, solar dynamic collector, and truss additions is shown for the
Microgravity Research & Materials Production emphasis, moderate transportation support scenario. The module pattern given is
conceplual only and is meant to illustrate volumetric size of the station in terms of number of modules and pocket labs and their

associated facilities. Configuration analysis to determine an optimal module pattern would involve numerous operational issues
which were not addressed in this study.

This tinal configuration includes the addilion of 2 hab modules, 2 lab modules, 2 pocket labs, 3 pair of solar dynamic
collectors, and the dual keel 1o the initial Phase 1 station. Not shown but also included are the payload servicing facility and the
OMV. Facilities in support of the Microgravity Research & Malerials Production emphasis include 2 dedicated materials research
1ab modules and a crystal production unit pocket lab.

Station growth components added per year and the resulting resource additions are shown In the following table.

ficragravity Reccyrch & Matertals Production Enirasis
Moderate Iransportation Model

Year JSD Arrayshiotal Powed User Powerd Tota! Crewg User Crewllabs Labs §1Sm PocketblLg Pocketdg Attach PntiNew Truss Bay]l OMV { OV { Growth Masq
Phase | 0 75 4572 8 6 | 3 0 0 a4 r (¢} 0 0

! 0 7% 188 8 6 Vi 3 0 0 q 10 0 0 33684 Kg
2 0 AN i88 12 9 2 3 0 0 4 10 0 ¢] Kg

3 ! 125 812 20 15 3 3 0 0 ] 17 | 0 58213 Kg
B 1 125 793 20 S 3 1 0 (o} 4 V7 i 0 32700 Kg
5 | 1725 676 2 15 79 3 1 0 0 6 71 ! 5] 20698 Kq
6 2 V75 1105 22 165 3 S 0 0 6 71 | 0 41618 Kq
7 2 175 1039 22 165 3 5 ! 0 6 n | 0 6500 Kg
8 2 175 109 3 2?2 165 3 S 2 0 6 71 ! 0 6500 Kg
9 2 175 109 3 23 1725 3 5 2 0 6 Al | 0 Kg

10 3 225 1559 24 18 3 5 2 4] 6 81 i 0 12501 Kg
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Alocation of lift, crew, and pawer is shown for station operations after completion of growth. The pie charls are representative
of mature station operations for this scenario and are based on an average of annual requirements during this period.

The lift allocation pie shows the majorily of lift is required for crew and station support logistics and logistics carriers.
Allocation for crew and station logistics represents support of 7 modules, 2 pocket labs, and 24 crew persons. The logistics carrier
allocation includes lift required for 9 pressurized log module, 7 unpressurized carrier, 3 fluids carrier, and 5 propellant carrier flights
per year. Primary user lift requirements are from International missions, Microgravily Research & Materials Production missions, and
Life Sciences missions. The International missions include the International missions of the Phase 1 mission set and a second
European materials research laboratory. Major tacilities under Microgravity Research & Materials Production include malerials lab #1
(COMM1201), materials lab #2 (COMM1204), crystal production units facility (COMM1208), and the containerless process production
units facility (COMM1213). Major Life Sciences facilities include the fully outfitted life science lab (SAAX307).

Station crew is allocated primarily to station housekeeping, Internation missions, and Microgravity Research & Materials
Production missions. Station housekeeping is assumed to require 25% of total station crew. Crew allocation for International

missions is relatively high with respect to rack volume and lift allocation. This is probably due to poor requirements definition of
many of these missions.

Major power requirements are from station housekeeping, Inlernational missions, and Microgravily Research & Materials

Production missions. The large percent of power allocated for Microgravity Research & Materials Production is expected since these
production facililies are typically large power users.
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The timeline o major mission accommodation and growth element addition for the Microgravily Research & Materials
Production emphasis, moderate transportaton support scenario is given below. This timeline shows the correlation of resource

growth (i.e., additions of power. crew, lab volume) with the accommodation of growth missions and the evolution of station facilities.

Facilities in support of the Microgravity Research & Materials Production emphasis include materials lab #1, materials tab #2,
the crystal production units facility, and the containerless process production units facility. Evolution of these facilities is complete in
station operating year 10. Materials lab #1 is completely outfitted in station operating year 4. This requires additional rack volume
(i.e., accommodation of lab module #4), power, and crew. Also in year 4 the 100% outfitting and utilization of the life sciences lab as
well as the accommodation of several smaller missions require the addition of hab modules 2 and 3. Materials lab #2 is parlially
accommodated in station operating year 6. This requires addition of a dedicated lab module (lab module #5) and an increase in
available power. Accommodation of the crystal production units facility and the containerless process production units facility create

the requirement for power growth to 225 kW. The crystal production units facility is housed in a small pocket lab. The containerless
process production units facility is an external, attached facility which does not require a pocket lab.

year 5.

Additional growth items in this scenario include a small pocket lab accommodated in station operating year 7 to house the
sample quarantine facility, the OMV and payload servicing facility accommodated in year 3, and the dual keel and booms added in
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Summary of Mission Accommodation

« General

+» Mission accommodation included 2 dedicated materials research labs, 4 additional materials
production facilities, and primary missions in other mission categories. Mission
accommodation in non-emphasized categories was poor due to high lift requirements of the
microgravity research and materials production missions

+« Growth activities for the first 2 years were devoted to correcting resource deficiencies at Phase
1, providing lab volume to support complete outfitting of materials lab #1 and accommodating
the OMV and payload service facility

- Growth to the dual keel configuration was accomplished in station operating year 4. This
resulted in growth to 10 attach points available for Technology Development and
Observational Science missions

+ Microgravity Research & Materials Production

«« All missions in this category were accommodated except EOS Production Units and ECG
Production Units #2. Two pocket labs are accommodated to support the Biological
Production Units (year 3) and Crystal Production Units (year 4) missions

-+ Complete outfitting of materials lab #1 is accomplished in year 2; materials lab #2 is
accommodated in year 3 with outfitting completed in year 5

-« Additional missions accommodated include Electroepitaxial Crystal Production Units in year 2
and the Micro-g Variable-g Free Flyer in year 7 (both accommodated on time)

* Industrial Services
-+ The only growth mission accommodated within this category is the Industrial Space Facility
accommodated 5 years late in year 6; additional accommodation was not possible due to lift
and crew limitations
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CONTINUED

Summary of Mission Accommodation (cont)

s Life Sciences

-« Complete outfitting of the life sciences lab is accomplished in year 8

*» The sample return missions and sample quarantine facility are accommodated on time: this
provides complete accommodation of the Life Sciences missions in this scenario

+ Observational Sciences

-+ Primary missions accommodated include Hubble Space Telescope servicing on time in year 3,
SIRTF 1 year late in year 3, and AXAF on time in year 5

-+ Only other growth missions accommodated are Tropical Rainfall Mapping facility 4 years late
in year 5 and Hitchhiker 4 - Earth Radiation facility 3 years late in year 4; high lift requirements

of the emphasized missions prevented additional accommodation of Observational Science
missions

« Technology Development

«« Accommodation of growth missions in this category is poor due to lack of available resources
which were allocated to the major emphasis. Accommodated missions include power

generation technology development missions, space structures technology missions, and
propulsion technology missions
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CONTINUED

The final station configuration including module, pocket lab, solar dynamic collector, and truss additions is shown for the

Microgravily Research and M

aterials Production emphasis, aggressive transportation support scenario. The module pattern given

is conceptual only and is meant to illustrate volumetric size of the station in terms of number of modules and pocket labs and their

assoclated facilities. Configuration analysis to determine an optimal module pattern would Involve numerous operational Issues
which were not addressed in this study.

Major components added to the Phase 1 configuration include 2 hab modules, 3 lab modules, 3 pocket labs, 5 pairs of solar
dynamic collectors and required truss additions, and the dual keel. Not shown but also included are the payload servicing facility
and the OMV. Facilities in support of the Microgravity Research & Materials Production emphasis include 2 dedicated materials

research lab modules and 3 materials production pocket labs.

Component addilions per year and resulting Increases in station resources are given in the following table.

Microgravity Research & Mater tals Production Entgasts
Aggressive Transporlation Model

vyear |SD Array

Total Powe

User Power] Total Crewser Crew | Habs [ Labs [Sm Pocketflg Pocketq Attach PniBiruss bay M 01V |Growth Mas
Phase | 0 75 452 8 6 | 3 0 0 4 ) 0 0

1 | 125 752 16 12 2 4 0 0 4 17 0 0 75175 Kg
2 2 175 1233 16 12 2 4 0 0 a 17 | 0 36501 Kg
3 3 225 1594 22 165 3 4 0 } 4 27 t 0 57299 Kg
4 4 275 190 2 24 18 3 S | 1 10 81 1 0 74032 Kg
5 4 275 180 2 24 18 3 S I 1 10 81 ! 0 Kg
6 5 325 2368 24 18 3 S \ 1 10 9 ! 0 14668 Kg
7 5 325 235.7 24 18 3 S 2 | 10 91 ! 0 6500 K
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The timeline of major mission accommodation and growth element addition for the Microgravity Research & Materials
Produclion emphasis, aggressive transportaton support scenario is given below. This timeline shows the correlation of resource
growth (i.e, additions of power, crew, lab volume) with the accommodation of growth missions and the evolution of station facilities.

Facilities in support of the Microgravity Research & Materials Production emphasis include materials lab #1, materiais lab #2, the
ECG crystal production units #1 facility, the biological production units facility, the crystal production units facility, and the
containerless process production units facility. Complete outfitting and utilization of materials lab #1 requires the addition of rack
volume (i.e., the addition of lab module #4), crew (i.e_, the addition of hab module #2), and power. Complete accommodation of
materials lab #2 requires the addition of a dedicated lab module (1ab module #5). The biological production units facility and the
crystal production units tacility require a large pocket lab and a small pocket lab lor housing, respectively. The containerless process
production units facility is an external, attached facility and the ECG production units #1 faciltiy is housed in materials lab #1.
Accommodation of these research and production facilities and full accommodation of the fife sciences lab create a total station power
requirement of 325 kW.

Additional growth ilems in this scenario include a small pocket lab required to house the sample quarantine facility, the OMV

and payload servicing facility accommodated in year 2 for servicing of automated materials production and Observational Science tree
flyers, and the dual keel and booms for support of Observational Science and Technology Development missions.
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Summary of Major Mission and Station Element Growth
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GROWTH SCENARIO RESULTS
LIFE SCIENCES EMPHASIS

+ Objective

Accommodate life science laboratories devoted both to the understanding of the effects of

microgravity on the human body in order to improve safety and productivity in space; experiments
oriented toward preparation for further human exploration of the solar system such as the
establishment of a lunar base, or a manned expedition to Mars.

» Emphasized Growth Missions
Life Sciences Lab
(SAAX307 and 307A)

Plant & Animal Vivarium and

Lab (SAAX302)

Human Life Science Lab
(SAAX303)

Closed Ecology Life Support
Systems (SAAX304, 305, & 306)

4 Meter Variable-G Centrifuge
(SAAX311)

A subset of this lab is present at Phase 1; complete
outfitting is a primary priority

Animal research performed in the life sciences lab will be

expanded and extended to include plant research through the
accommodation of this mission

At the time the vivarium comes on line, the general life
sciences lab will become dedicated to human life science

CELSS research will initially share a module with other
research disciplines, but will eventually evolve into a
dedicated module and a pallet for algae and yeast growth

This centrifuge will enhance the capability of the 1.8M
centrifuge in the general life sciences lab
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GROWTH SCENARIO RESULTS

LIFE SCIENCES EMPHASIS
5 NSTS/YR ONLY TRANSPORTATION SUPPORT

Summary of Mission Accommodation

+ General

-+ Accommodation of growth missions in all mission categories was very poor due to the heavy
lift requirements needed by the Phase 1 missions and crew & station logistics

-+ Growth activities for the first 2 years were devoted to correcting resource deficiencies at Phase
1 and accommodating a large pocket lab to support the 4 meter centrifuge
-+ Lift capability was insufficient to accommodate an additional lab module and associated

logistics. This resulted in inadequate rack volume for complete accommodation of materials
lab #1

» The OMV remained NSTS based and the payload service facility was not accommodated in

order to allocate maximum lift to life science mission support; free flyer servicing
requirements are minimal for the life science emphasis

« Microgravity Research & Materials Production

-« Complete outfitting of materials lab #1 was not possible due to insufficient rack volume and
inadequate lift for delivery and logistics support of an additional lab module
» No growth missions in this category were accommodated

« Industrial Services

*» The missions in this category have significant lift requirements in general. For this reason
none were accommodated in this scenario

« International

*» The only growth mission accommodated in this category was a radiation biology free flyer
which was accommodated in year 14
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5 NSTS/YR ONLY TRANSPORTATION SUPPORT
CONTINUED

Summary of Mission Accommodation (cont)

» Life Sciences

*» The 4 meter centrifuge was accommodated in a large pocket lab in year 5

- The sample quarantine mission was accommodated in year 7 for the on time accommodation of
the sample return missions

-« Inadequate lift was available to allow the evolution of the life sciences facilities including the

accommodation of the plant and animal lab & vivarium and the development of the CELSS
facilities

* Observational Sciences
-» Hubble Space Telescope is serviced on time but without the availability of the payload
servicing facility. Minimal lift did not allow evolution of a station based OMV and the payload
servicing facility

- Mission accommodation for this category was poor; only additional missions accommodated
were growth components of the Solar Terrestrial Observatory accommodated in year 17

» Technology Development

*» Mission accommodation for this category was poor due to inadequate lift resources. Only
growth mission accommodated was the antenna test range in year 17
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GROWTH SCENARIO RESULTS - LIFE SCIENCES EMPHASIS
5 NSTS/YR ONLY TRANSPORTATION SUPPORT
CONTINUED

The final station configuration including pocket lab, solar dynamic collector, and truss additions is shown for the Life
Sclences emphasis, 5 NSTS flights per year transportation scenario. The locations of the pocket labs as shown is conceptual only
and is meant to illustrate volumetric size of the station in terms of number of modules and pocket labs and their associated
facilities. Configuration analysis to determine an optimal pocket lab arrangement would involve operational Issues which were not
addressed In this study.

The final conliguration of this scenario shows growth in power and pocket lab volume. Phase 1 power was increased by 50
kW with the addition of 2 solar dynamic collectors to relieve the power delicit of the Phase 1 mission set. Two pockel fabs were
added which expand the Life Sciences research facilities by accommodating the quarantine facility and the 4 meler centrifuge.
Additional growth to support evolution of the Life Sciences facilities was not possible due to inadequate lift of the 5 NSTS flights
per year transportation model. In this scenario the payload servicing facility Is not accommodated, the dual keel is not evolved,

and the OMV remains NSTS -based.

Component growth per year and resulting increases In station resources are shown In the following table.

1 1fe Sciences Fmphacie

5 NSIS/year Transportation fModael
vear |5D Arrays|lotal Powed User Power] 1otal (rews User (rewfladbs Labs fSm Pockethtq Pocketqd Attach Pntf fruss baysjomMvyi 01V ]GrowthMas

Phase | 0 75 a44h? 8 6 ! 3 0 0 4 0 0 0

| 0 7 40 4 8 6 ! M 0 ! 4 v7 0 0 18541 Kq

? ! 125 885 8 6 ! 3 0 1 4 17 0 0 8948 Kg

3 1 125 88 8 6 1 3 0 1 4 V7 0 0 Kq

4 ! 125 885 8 6 1 3 0 1 4 17 0 0 Kq

5 ! 125 885 8 6 1 3 0 1 4 17 0 0 Kq

6 ! 125 885 8 6 | 3 0 ! 4 17 0 0 Kg

7 { 1295 874 8 6 1 3 | 1 4 17 0 (€] 6500 Kq
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CONTINUED

Allocation of lift, crew. and power 1s shown for station operations after complietion of growth. The pie charts are representative
of mature station operations for this scenario and are based on an average of annual requirements during this period.

The lift allocation pie chart shows a majority of total lift is required for crew & station support logistics and logistics carriers.
This distribution results from the minimal lift available with the 5 NSTS flights per year transportation model. The logistics carrier
allocation reflects lift required for 5 pressurized log module, 4 unpressurized carrier, 2 fluids carrier, and 2 propellant carrier flights per
year. The crew & station support logistics allocation represents lift to support 4 modules, 1 pocket lab, and 8 crew persons. Lift

allocated in support of Life Sciences is required for 100% accommodation of the life sciences lab (SAAX307) and accommodation of
the 4 meter variable-g centrituge.

User crew requirements are highest for the International, Life Sciences, and Microgravity Research & Materials Production
missions. The International missions include the International missions of the Phase 1 mission set and a European biological science
co-orbiting platform. The total crew allocation for the International missions appears high relative to the lift and rack volume
allocation. This is probably due to poor definition of actual crew requirements to support international facilities.

Primary power requirements are from station housekeeping, International missions, and Life Sciences missions. Station

housekeeping power is approximately 38 kW in support of 1 hab module, 3 lab modules, and a small pocket lab. The Internationai
mission set includes several major power users including life sciences and malerials research laboratories.
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5 NSTS/YR ONLY TRANSPORTATION SUPPORT
CONTINUED

The timeline of major mission accommodation and growth element addition for the Life Sciences emphasis, 5 NSTS flights per
year transporiation support scenario is given below. This timeline shows the correlation of resource growth (i.e, additions of power,
crew, lab volume) with the accommodation of growth missions and the evolution of station facilities.

Major tacilities in support of the Life Sciences emphasis include the life science lab, gas grain simulator facility, 4 meler
variable-g centrifuge, and the sampte quarantine facility. The minimal transportation support in this scenario does not allow the
evolution of the life sciences facilities into multiple lab modules. Growth of the Life Sciences facilities from the Phase 1 configuration
includes the addition in station operating year 1 of a large pocket lab to house the 4 meter centrifuge. Outfitting of this facility is
completed in year 5. A small pocket lab is added in year 7 to house the sample quarantine facility. This facility is required for
support of the Mars sample return and comet nucleus sample return missions. These missions are assumed to be high priority and

resources required for their support is budgeted from ongoing station activities since available fift and crew resources are minimal
with this transportation scenario.

Power is added in station operating year 2 to relieve the power deficit of the Phase 1 mission set. User crew is also a deficit
with the Phase 1 mission set but could not be relieved since an additional hab module and associated logistics can not be
accommodated with the 5 NSTS flights per year transportation model. Although user crew is a deficit for the entire scenario, severai
growth missions were accommodated. These missions inctude the 4 meter variable-g centrifuge and the sample quarantine facility.
The rationale for accommodating additional missions/facilities when the crew resource is a deficil is that these additions are
considered enhancements to the life science lab and do not require continuous support from user crew to be useful. The life science
Jab is a better equipped laboratory with these additions which allow the available crew to perform a wider variety of experiments.
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Summary of Major Mission and Station Element Growth
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GROWTH SCENARIO RESULTS

LIFE SCIENCES EMPHASIS
MODERATE TRANSPORTATION SUPPORT

Summary of Mission Accommodation

+ General

-« Growth for the first 3 years was devoted to correct crew and power deficiencies at Phase 1

-« Lift for the first 3 years was insufficient to allow accommodation of any growth missions

- The accommodation of several laboratory modules required by Life Sciences resulted in
resource shortages and therefore poor accommodation of non-life science missions

- Life Sciences

-« All of the Life Sciences missions were accommodated, although allocation of lift to growth and

the low ELV support ievel in the first few years resulted in slipping all of the growth missions
» The average slip for beginning major Life Sciences missions was 2 years

« Industrial Services

.- The missions in this category have significant lift requirements in general. For this reason
none were accommodated in this scenario

« International

- Very few of the growth missions were accommodated

.« None of the International growth missions were accommodated on time; missions which were
accommodated were primarily smaller Japanese technology development missions
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LIFE SCIENCES EMPHASIS
MODERATE TRANSPORTATION SUPPORT

Summary of Mission Accommodation (cont)

+ Microgravity Research & Materials Production Missions
-« The only growth mission accommodated in this category was the complete outfitting of the
Microgravity and Materials Processing Facility #1. This was accomplished in station
operating year 10

- Observational Sciences
-« Although none of the growth missions in this category were started on time, most were
accommodated with an average delay of 5 years
-« Servicing of the Great Observatories (Space Telescope and AXAF) was not possible prior to
Station Operating year 5
-« Neither the tethered satellite portion of the Solar Terrestrial Observatory nor the servicing of
the Explorer spacecraft were accommodated

« Technology Development
-« Very few of the Technology Development missions were accommodated. None of the growth
missions were accommodated on time, and those which were accommodated late were in
general very short duration, low resource using experiments
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GROWTH SCENARIO RESULTS - LIFE SCIENCES EMPHASIS
MODERATE TRANSPORTATION SUPPORT
CONTINUED

The final station configuration including module, pocket lab, solar dynamic collector, and truss additions is shown for the
Lite Sciences emphasis, moderate transportation support scenario. The module pattern given is conceptual only and is meant to
ilustrate volumetric size of the station in terms of number of modules and pocket labs and their associated facilities.

Contiguration analysis to determine an optimal module pattern would involve numerous operational Issues which were not
addressed in this study.

Major growth items added to the Phase 1 configuration include 2 hab modules, 4 lab modules, 2 pocket labs, 3 pairs of solar
dynamic collectors, and truss additions for the dual keel and transverse boom. Three lab modules and 2 pocket labs are dedicated
Life Sciences facilities. Not shown but also included are the payload servicing facility and the OMV,

Growth items added per year and the resulting increases in station resources are given in the following table.

Lite Sciences Fmphasis
11oderate Transportation oget

fear 150 Arrays] Total Poweg User Power] Total trew User Crew] liabs Labs 15Sm Pocketplg Pocketqd Attach Pntklruss bayddOoMMv] O1V]Growth i1asd
PMhase | Al 75 a5 2 3] 6 ! 3 0 0 4 0 0 0
| 0 75 446 8 6 1 3 0 0 q 0 0 0 4811 Kg
? 0 7% 370 10 75 ? 3 0] 0 4 0 0 0 25320 Ky
3 | 125 8149 16 12 ? 3 0 0 4 17 I 0 41258 Kg
4 | 129 640 20 15 3 aq 4] | q 17 | O 70520 Kg
9 ? | VAR 1048 2t 1 7% § bS] 4] 1 4 17 ' 0 3681317 Ky
6 2 17% 1048 21 1579 3 5 0 | q V7 | 0 Kg
7 2 179 948 21 1575 3 S 1 | 9 71 | 0 342‘74Kg
8 2 175 BB 1 21 1575 3 6 1 [ 9 71 | 0 23078 Kg
9 3 279 1547 21 1575 3 6 ! | 9 81 i 0 12501 kg
10 3 225 1347 22 165 3 6 ! 1 9 81 1 Q Kq
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MODERATE TRANSPORTATION SUPPORT
CONTINUED

Allocation of hift, crew, and power is shown for station operations atter completion of growth. The pie charts are representative
of mature station operations for this scenario and are based on an average of annual requirements during this period.

The lift allocation pie shows a large percent of tolal lift required for crew & slation support logistics and logistics carriers. Lift
represented under crew & station support is required for support of 9 modules, 2 pocket labs, and 22 crew persons. Logistics carrier
litt reflects 9 pressurized module, 9 unpressurized carrier, 3 fluids carrier, and 5 propellant carrier flights per year. Life Sciences lift
allocation represents requirements for 100% accommodation of the life science facilities. These facilities include the human lite
science fab, plant and animal vivarium & lab, 4 meter variable-g centrifuge, dedicated CELSS module, gas grain simulator facility, and
sample quarantine facility. A major portion of user lift is allocated to Observational Science missions. Missions in this category
include servicing of the Great Observatories (Hubble Space Telescope, SIRTF, and AXAF), Space Station Spartan, Hitchhiker 1,
Hitchhiker 4 - Earth Radiation, growth components of the Solar Terrestrial Observatory, and the Tropical Rainfall Mapping Mission.

User crew requirements are highest for International, Microgravity Research & Material Production, and Life Sciences missions.
Crew level for life sciences represents 100% desired crew support for these facilities. Crew represented under Microgravity Reseaich

& Materials Production is for full accommodation of materials lab #1 (COMM1201). Housekeeping crew requirements are assumed to
be 25% of the total station crew.

Power requirements among users are greatest for the Lile Sciences and International missions. International missions which
have the highest power requirements are the European and Japanese malerials research labs (MAT110 and M-001, M-002).
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MODERATE TRANSPORTATION SUPPORT
CONTINUED

The timeline of major mission accommodation and growth element addition for the Life Sciences emphasis, moderate
transportation support scenario is given below. This timeline shows the correlation of resource growth (i.e., additions of power, crew,
lab volume) with the accommodation of growth missions and the evolution of station facilities.

Facilities in support of the Life Science emphasis include the lab science laboratory, gas grain simulator facility, 4 meter
variable-g centrifuge, plant and animal vivarium & lab, human lite science lab, CELSS (Closed Ecology Life Support Subsystem)
system lab, CELSS paliet system, dedicated CELSS module, and the sample quarantine facility. The early increments in power and
crew are required to relieve resource deficits of the Phase 1 mission set. A large pocket lab is added in year 4 to house the 4 meter
centrituge. Lab modules 4 and 5 are dedicated Lile Sciences facilities which house the plant and animal vivarium & lab and the
CELSS system lab. The life science lab is reconfigured as the human life science lab with the accommodation of the vivarium and
does not require an additional lab module. The sample quarantine facility is housed in a small pocket lab and the CELSS palltet
system is an external, attached payload. Full accommodation of materials lab #1 requires the additional rack volume of lab module

#6. The dedicated CELSS module shown in station operating year 11 is an evolution of the CELSS system lab and does not represent
accommodation of an additional lab module.

Additional growth items in this scenario include the OMV and payload servicing facility added in year 3 and the dual keel and
booms added in year 7. The OMV is required for servicing of a variety of free flyers including Japanese biological free flyers and the
Greatl Observatories. The upper and lower booms provide additional attach points for Observational Science and Technology

Development payloads. Requirements of the Life Sciences facilities and other accommodated missions result in station growth «0
225 kW and 22 total crew.
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Summary of Major Mission and Station Element Growth
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Summary of Mission Accommodation

+ General

«« Accommodation of growth missions included major missions in all categories: evolution of the
Life Sciences facilities was completed by year 8

-« Growth through year 2 is devoted to correcting crew and power deficiencies of the Phase 1
missions and evolving the dual keel configuration including additional attach points

-+ Later growth included the accommodation of the OMV, payload servicing facility, OTV, and
OTV hangar. This allowed the deployment and servicing of a variety of free flyers and
co-orbiting platforms

« Microgravity Research & Materials Production
-» Outfitting of materials lab #1 was completed in year 6. This provided full accommodation of
the Microgravity Research and Materials Production missions in this scenario

« Industrial Services
.- Primary missions accommodated include the Spacehab module in year 8 and several classes

of communications satellite deploy and servicing missions. Spacehab was accommodated 5
years later than desired; the communications satellite deploy missions were accommodated
a minimum of three years later than desired

- International
- Numerous missions within this category are accommodated within first 10 years of station

operation. Primary missions include a European life science co-orbiting platform, Japanese
and European materials processing missions (internal and free flying), and the Japanese
astrophysics platform
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GROWTH SCENARIO RESULTS
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AGGRESSIVE TRANSPORTATION SUPPORT
CONTINUED

Summary of Mission Accommodation (cont)

+ Life Sciences

+« Evolution of the life science facilities was

completed in year 8; major facilities include the
Plant and Animal Vivarium & Lab accommodated on time in year 3, CELSS Experimental
Systems accommodated 1 yea

r late in year 4, dedicated CELSS module accommodated on
time in year 8, and the 4 meter centrifuge accommodated on time in year 3
*» The sample return missions an

d the sample quarantine mission were also accommodated on
time

+ Observational Sciences

- Full accommodation of growth missions in this ¢

ategory was completed in year 7; included are
the SIRTF and AXAF co-orbiting platforms, Hubble Space Telescope servicing, Solar
Terrestrial Observatory growth components, an

d several smaller attached missions
» Technology Development

missions include OTV technology demonstration

; major
missions, tether technology missions, and a
variety of communications, power, and structures technology missions
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GROWTH SCENARIO RESULTS - LIFE SCIENCES EMPHASIS
AGGRESSIVE TRANSPORTATION SUPPORT
CONTINUED

The final station configuration including module, pocket lab, solar dynamic collector, and truss additions is shown for the
Life Sciences emphasis, aggressive transportation support scenario. The module pattern given is conceptual only and is meant to
iilustrate volumetric size of the station in terms of number of modules and pocket labs and their associated facitities.

Configuration analysis to determine an optimal module pattern would involve numerous operational issues which were not
addressed in this study.

Growth component additions to the Phase 1 station include 2 hab modules, 4 lab modules, 2 pocket labs, 4 pairs of solar
dynamic collectors, and truss additions for the dual keel and transverse boom. Also added but not shown are the payload

servicing facility and the OMV. The final contiguration has 3 lab modules and 2 pocket labs which are dedicated Life Sciences
facilities.

Growth increments per year and increases in station resources are given in the following table.

11fe Sciences Fmphasis
Aqgressive Transportation Fiodel
vear |50 Array<] Total PoweqUuer Power] Total Cres User Crew] Habs Labs 15m Pocketflg Pocketq Attach PnilkTruss bay oMv] OTv iGrowlth Mas:

“have | 0 75 a8 2 8 6 | 3 0 (4] 4 0 0 0
| t 129 825 L6 12 ? 3 Q 0 4 17 0 0 45120 Kg
? \ 125 7472 16 12 ? 3 o 0 14 71 0 0 26738 Kg
3 2 179 t128 16 12 2 4 0 | 14 71 | 0 70795 Kg
4 ? 179 a6 6 70 S} 3 S 0 | 14 71 | 0 62831 Kg
s 2 175 ao ) 24 18 3 6 0 | 14 71 | (8] £6148 Kg
6 3 225 137 4 74 18 3 6 0 | i4 71 | | 52573 Kg
7 4 275 1829 24 18 3 6 | | 14 81 1 | 13001 Kg
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Final Station Configuration

Note: Module pattern shown is
representative only
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CONTINUED

Allocation of lift, crew, and power is shown for station operations after completion of growth. The pie charts are representative
of mature station operations for this scenario and are based on an average of annual requirements during this period.

The lift allocation pie shows the majority of lift is required for crew & station support logistics and logistics carriers. Crew &
station support logistics is in support of 9 modules, 2 pocket labs, and 24 crew persons. Logistics carrier allocation represents 11
pressurized log module, 18 unpressurized carrier, 3 fluids carrier, and 21 propellant carrier flights per year. User lift is allocated
primarily to Industrial Services. international, and Observational Science missions. Although Life Sciences liit is fourth greatest
among users, this represents full allocation of desired lift for the Life Sciences facilities. Industrial Services lift is in support of the
attached Spacehab module and several classes of communications satellite deploy missions. Observational Sciences missions
represented include servicing of the Great Observatories (Hubble Space Telescope, SIRTF, and AXAF), Space Station Spartan,

Explorer 1 servicing, growth components of the Solar Terrestrial Observatory, Hitchhiker 1, Hitchhiker 4 - Earth Radiation, and the
Tropical Rainfall Mapping Mission.

User crew requirements are highest for International and Microgravity Research & Materials Production missions. International
crew requirements are primarily in support of microgravity research and life science research facilities. Crew shown under

Microgravity Research & Materials Production are in support of full accommodation of materials lab #1 (COMM1201). Housekeeping
crew requirements are assumed to be 25% of the total station crew.

Power requirements among users are greatest for the Life Sciences and International missions. International missions which

have the highest power requirements are the European and Japanese materials research labs (MAT110, MAT120, M-001, M-002, and
M-003).
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GROWTH SCENARIO RESULTS - LIFE SCIENCES EMPHASIS
AGGRESSIVE TRANSPORTATION SUPPORT
CONTINUED

The timeline of major mission accommodation and growth element addition for the Life Sciences emphasis, aggressive
transpontation support scenario is given below. This timeline shows the correlation of resource growth (i.e., additions of power,
crew, lab volume) with the accommodation of growth missions and the evolution of station facilities.

Facilities in support of the Life Sciences emphasis include the life science lab, gas grain simulator facility, human life sciences
lab, 4 meter variable-g centrifuge, plant and animal vivarium & lab, CELSS (Closed Ecology Life Support Subsystem) system lab,
CELSS pallet system, sample quarantine facility, and the dedicated CELSS module. Early additions of crew and power are required
to lully accommodate the Phase 1 mission set. A large pocket lab is added in station operating year 3 to house the 4 meter
centrifuge. Dedicated lab modules are required for the accommodation of the plant and animal vivarium & lab and the CELSS system
lab. The CELSS pallet system is an external, attached payload. The sample quarantine facility accommodated in year 7 is housed in
a small pocket lab. Full accommodation of materiats lab #1 requires the additional rack volume of 1ab module #6. The dedicated

CELSS module shown in station operating year 8 is an evolution of the CELSS system lab and does not require the addition of a new
lab module.

servicing of several classes of communications satellites. Requirements of the Life Sciences facilities and other accommodated
missions result in station growth to 275 kW total power and 24 total crew.
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Summary of Major Mission and Station Element Growth
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GROWTH SCENARIO RESULTS

OBSERVATIONAL SCIENCE EMPHASIS
5 NSTS/YR ONLY TRANSPORTATION SUPPORT

Summary of Mission Accommodation

- General

.« Accommodation of growth missions in all mission categories was very poor due to the heavy
lift requirements needed by the Phase 1 missions and crew & station logistics

.. Evolution of the free flyer support facilities including the station based OMV and payload
servicing facility was accomplished at the expense of not evolving to a dual keel
configuration (including additional attach points). This was done to provide full support
facilities for the major observatories including the SIRTF co-orbiting platform and Hubble
Space Telescope. The minimal number of attach points available with the Phase 1
configuration (four) are used to support primary attached payloads of this emphasis such as
the Solar Terrestrial Observatory

.. Growth activities for the first 3 years were devoted to correcting resource deficiencies at Phase
1 and accommodating the OMV and payload servicing facility

.+ Lift capability was insufficient to accommodate an additional lab module and associated

logistics. This resulted in inadequate rack volume for complete accommodation of materiais
lab #1

. Microgravity Research & Materials Production

.« Complete outfitting of materials lab #1 was not possible due to insufficient rack volume and
inadequate lift for delivery and logistics support of an additional lab module
.« No growth missions in this category were accommodated

. Industrial Services

.. The missions in this category have significant lift requirements in general. For this reason
none were accommodated in this scenario
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GROWTH SCENARIO RESULTS

OBSERVATIONAL SCIENCE EMPHASIS
5 NSTS/YR ONLY TRANSPORTATION SUPPORT
CONTINUED

Summary of Mission Accommodation (cont)

* Life Sciences
S were accommodated on time because these missions were given

** The sample return mission

high priority
-« The only additional mission in this category which was accommodated was the sample
quarantine mission. This is required for support of the two sample return missions

+ Observational Science
atform, SIRTF, was accommodated in year 6

** The co-orbiting astrophysics pl

** Hubble Space Telescope servic
servicing facility

*» Solar Terrestrial Observ

ing is performed on time with full availability of the payload

* Technology Development
*» No growth missions in this category were accommodated due t

and minimal lift Support of this scenario
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GROWTH SCENARIO RESULTS - OBSERVATIONAL SCIENCE EMPHASIS
5 NSTS/YR ONLY TRANSPORTATION SUPPORT
CONTINUED

The final station configuration including pocket lab, solar dynamic collector, and truss additions is shown for the
Observational Science emphasis, 5 NSTS flights per year transportation support scenario. Growth beyond the Phase 1

configuration includes the addition of a single pocket lab and a pair of solar dynamic collectors. Also accommodated but not
shown is the payload servicing facility and the OMV.

Lift available with the 5 NSTS flights per year transportation model was inadequate for the accommodation of additional hab
or lab modules or the evolution of the dual keel. Due to the limited number of available attach points in this configuration, the
primary facilities for support of the Observational Science emphasis are the payload servicing facility and OMV.

Growth components added per year and the resulting changes in station resources are shown in the table below.

Ohcer vational Science Fmphasyic
S NG TS/ vear Tranwpor tation Model

vear J.D Array:1Total PowegUser Power Total CrewW User Crew] Habs Labs ]5m Pocketllg Pocket Attach PntbTruss bays OMv] 0TV Grow Lh Mass
"hase | o 75 a5 7 8 6 ! 3 0 Q] 4 0 [¢] o]
t 0 75 42 6 8 3 [ 3 0 0 4 17 0 0 6041 Kg
2 | 125 90 7 8 6 1 3 4] 0 4 V7 0 ol 8948 Kg
3 t 125 an 7 8 6 t 3 0 0 4 17 | 0 21458 Kg
4 | 125 an 7 a8 6 | 3 0 0 4 17 | 0 Kq
S | 125 an ? 8 6 | 3 0 (o] 4 17 | 0 Kaq
€ | (DA a0 7 a 6 | 3 0 0 4 17 ! 0 Kq
7 | 125 896 8 6 | 3 1 0 4 17 | 0 6500 Kq
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Final Station Configuration
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GROWTH SCENARIO RESULTS - OBSERVATIONAL SCIENCES EMPHASIS
5 NSTS/YR TRANSPORTATION SUPPORT
CONTINUED

Allocation of hit, crew, and power is shown for station operations after completion of growth. The pie charls are representative
of mature station operations for this scenario and are based on an average of annual requirements during this period.

The lift allocation pie chart shows a majority of total lift is required for crew & station support logistics and logistics carriers.
The logistics carrier allocation reflects lift required for 5 pressurized log module, 5 unpressurized carrier, 1 fluids carrier, and 3
propellant carrier flights per year. The crew & station support logistics allocation represents lift to support 4 modules, 1 pocket lab,
and 8 crew persons. Lift allocated to Observational Science is in support of Hubble Space Telescope servicing, SIRTF servicing,
Explorer 1, 2, and 3 servicing, and growth components of the Solar Terrestrial Observatory.

User crew requirements are highest for the international, Life Sciences, and Microgravity Research & Materials Production
missions. The International missions include only the International missions of the Phase 1 mission set. The total crew allocation for
the International missions appears high relative to the lift and rack volume allocation. This is probably due to poor definition of aclual
crew requirements to support International facilities.

Primary power requirements are from station housekeeping, International missions, and Life Sciences missions. Station

housekeeping power is approximately 35 kW in support of 1 hab modules, 3 lab modules, and a small pocket lab. The International
mission set includes several major power users including life sciences and materials research laboratories.
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Resource Allocation

Ind Serv

International

Life Sci

. Ind Serv
Housekeeping

Housekeeping 411

1

Obs Sci (l

Crew & Station
Support

0
International

Lift

Obs Sci

Life Sci

Crew

179

Ind Serv

ﬂm

TD Obs Sci

Power

International

Life Sci

{kuwno H¥0Od 40
S onvd TWNIDINO




40

ALTYNd ¥oodg
SI 33¥d WNIDyo

GROWTH SCENARIO RESULTS - OBSERVATIONAL SCIENCE EMPHASIS
5> NSTS/YR ONLY TRANSPORTATION SUPPORT
CONTINUED

180



GROWTH SCENARIO RESULTS

OBSERVATIONAL SCIENCE EMPHASIS

5 NSTS/YR ONLY TRANSPORTATION SUPPORT
CONTINUED

of Major Mission and Station Element Growth

olar-Terrestria

Observatory Observatory
(5075) . o (907%)
Life Science
Lab (100%) ’
Ma,or ) s Space Telescope Spece Station
Missions Gas Grain Servicing Hitchhikers
Simulator :
s SIRTF Deploy ASOPOF Deploy
Mat Lab #1 & Servicing & Servicing
(50%) n
Total
Total Crew
Growth Hab Modules

E|ements ab Modules
.arge Pocket Labs

-mall Pocket L abs l 1
SR T 3 3 ayfogd ; 4 h SO ! RS b g 2 3 '3 b § 1
Miscellaneous Servicing
Bay /{ OMV
T P ! | Em— t f t | E— ] t
Phase 1 2 3 4 5 6 7 8 9 10 11 12
1

Station Operating Year

181

Si 25Yd UNIDIMO

ALITYNO ¥00d 40



GROWTH SCENARIO RESULTS
OBSERVATIONAL SCIENCE EMPHASIS
MODERATE TRANSPORTATION SUPPORT

This Page Intentionally Left Blank

182



N ANYIE 45vd HNIaAOAHd

A LU

RICH

GROWTH SCENARIO RESULTS

OBSERVATIONAL SCIENCE EMPHASIS
MODERATE TRANSPORTATION SUPPORT

Summary of Mission Accommodation

« General

. Growth for the first 3 years was devoted to correcting crew and power deficiencies at Phase 1
.« Lift for the first 2 years was insufficient to allow accommodation of any growth missions

.« Upper and lower booms were established early (year 4) as was the addition of the payload
servicing facility

.« Growth did not emphasize addition of laboratory modules since pressurized volume

requirements are minimal for most of the observational science experiments. Large amounts
of lift were instead allocated to transporting external unpressurized equipment

- Observational Sciences

.« Mission accommodations included all growth missions except one attached mission and the
Experimental Geosynchronous Platform and associated payloads

-+ Hubble Space Telescope and SIRTF servicing were accommodated 1 year late in years 4 and 3,
respectively: AXAF was serviced on time in year 5; growth payloads for the Solar Terrestrial
Observatory were accommodated by year 10

.. Other missions accommodated within 9 years include Space Station Spartan, Hitchhikers 1
through 4, and Explorer 1, 2, and 3 servicing

« Industrial Services

.. The missions in this category have significant lift requirements in general. For this reason
none were accommodated in this scenario

« International

.- Very few of the growth missions were accommodated

.. None of the international growth missions were accommodated on time; primary missions
include smaller Japanese and Canadian technology development missions and the European
radiation biology free flyer
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GROWTH SCENARIO RESULTS

OBSERVATIONAL SCIENCE EMPHASIS

MODERATE TRANSPORTATION SUPPORT
CONTINUED

Summary of Mission Accommodation (cont)

+ Life Sciences

** The general purpose life science laborator
mission set for this scenario
*» The only growth missions were the planetar

quarantine facility. All of these missions
priority

*» The exemplary accommodation of missions in this category was due in most part to the limited
number of missions in the growth mission set (only three)

y was fully accommodated as part of the Phase 1

y sample return missions and the associated
were accommodated on time due to their high

* Microgravity Research & Materials Production

*» The only growth mission in this category, complete outfitting of the Microgravity & Materials
Processing Facility (COMM1201), did not occur

** The on-time accommodations reflect the Phase 1 portion of the MMPF
* Technology Development

** Very few of the Technology Development missions were accommodated. None of the growth

missions were accommodated on time, and those which were accommodated late were in
general very short duration, low resource using experiments
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GROWTH SCENARIO RESULTS - OBSERVATIONAL SCIENCE EMPHASIS
MODERATE TRANSPORTATION SUPPORT
CONTINUED

The final station configuration including module, pocket lab, solar dynamic collector, and truss additions is shown for the
Observational Science emphasis, moderate transporiation support scenario. The module pattern given is conceplual only and is
meant to illustrate volumetric size of the station in terms of number ot modules and pocket labs and their associated facilities.

Configuration analysis to determine an optimal module patiern would involve numerous operational issues which were not
addressed In this study.

Major growth components added in this scenario include 2 hab modules, 2 pocket labs, 1 pair of solar dynamic collectors,
the dual keel, and 8 attach points. Not shown but also accommodated are the payload servicing facility and OMV. Major facilities
in support of the Observatonal Science emphasis are the upper and lower booms with attach points, transvservse boom with the
Phase 1 attach points, OMV and payload servicing tacility, and the planetary science experiment module.

Growth items added per year and the resulting increases in station resources are given in the following table.

Nbservational Science Fmphadi
Modet ate Transportation Model

Year 15D Array] Total Poweq t-.e1r Power| Total Crew User Crewliabs Labs I5m Pocketllag Pocketd Attach PntpTruss baysd OMv] OTV JGrowlh Mas
Phase | 0 75 as 2 8 6 | 3 0 [¢] 4 (4] ] 0
| 0 79 a4 6 a8 6 1 3 0 0 4 [¢] (o} 0 4811 Kg
2 0 79 376 12 8} 2 3 0 o 4 [d] 0 0 20509 Kg
3 1 129 796 16 12 2 3 o] | 4 17 f 0 58569 Kg
aq | 125 644 22 169 3 3 0 1 10 n | 0 44227 Kg
S 1 125 644 22 165 3 3 0 l to 71 1 0 Kg
6 ' 125 644 22 165 3 3 0 1 12 71 1 lo 1510 Kg
7 | 125 632 22 165 3 3 | | 12 71 ) 0 6500 Kq_
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Final Station Configuration

Note: Module pattern shown is
representative only
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GROWTH SCENARIO RESULTS - OBSERVATIONAL SCIENCES EMPHASIS
MODERATE TRANSPORTATION SUPPORT
CONTINUED

Allocation ot litt, crew, and power is shown for station operations after complelion of growth. The pie charts are representalive
of mature station operations for this scenario and are based on an average of annual requirements during this period.

The lift atlocation pie chart shows that the majority of lift is required for crew & station support logistics and logistics carriers.
The logistics carrier allocation represents 8 pressurized log module, 12 unpressurized carrier, 2 fluids carrier, and 6 propellant carrier
flights per year. Crew & station support logistics represents support for 6 modules, 2 pocket labs, and 22 crew persons. User lift is
allocated primarily to Observational Science, International, and Life Sciences missions. The Observational Science allocation
represents accommodation of 92% of the missions in this category. Examples of these missions include servicing of the Great
Observatories (Hubble Space Telescope, AXAF, and SIRTF), deployment and servicing of the Large Deployabie Reflector, and growth
components of the Solar Terrestrial Observatory. International mission allocation is in support of the International missions of the
Phase 1 mission set, a European biological platform, and several smaller Japanese technology development missions. Life Sciences
lift allocation is required for support of the life sciences lab (SAAX307).

User crew requirements are highest for international and Observational Science missions. International crew requirements are

primarily in support of microgravity research and life science research facilities. Housekeeping crew requirements are assumed to be
25% of the total station crew.

Power allocation among users is highest for International, Observational Science, and Life Sciences missions. Observational
Science power is required mainly for daily operaltions of the external, attached missions. Additionally, free flyers being serviced in the
payload servicing facility typically require station power during the service interval.
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MODERATE TRANSPORTATION SUPPORT
CONTINUED

The timeline ot major mission accommodation and growth element addition for the Observational Science emphasis, moderate
transportation support scenario is given below. This timeline shows the correlation of resource growth (i.e., additions of power, crew,
lab volume) with the accommodation of growth missions and the evolution of station facilities.

Primary facililies in support of the Observational Science emphasis are the payload servicing facility, station-based OMV, the
dual keel with upper and lower booms, and the planetary science experiment module. The planetary science experiment module is
accommodated in station operating year 11. The sample quarantine facility is accommodated in year 7 with the addition of a small
pocket lab. This facility is required for isolation of samples from the Mars sample return mission and the comet nucleus sample
return mission. These facilities provide the capability to support a variety of observational science free flyers and attached payloads.
Increases in power and crew in station operating years 2 and 3 are required 1o relieve resource deficits created by the Phase 1
mission set. Additional increases in crew is required for approximately 95% accommodation of all Observational Science missions
and accommodation of numerous Technology Development and International missions.
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Summary of Major Mission and Station Element Growth
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GROWTH SCENARIO RESULTS

OBSERVATIONAL SCIENCE EMPHASIS
AGGRESSIVE TRANSPORTATION SUPPORT

Summary of Mission Accommodation

- General

.- Mission accommodation emphasized both free flyer and attached payload missions in the
Observational Science category. A dual keel configuration was evolved to satisty pointing
requirements of the Earth observing and astrophysics attached missions. The station based
OMV and payload servicing facility were accommodated to support the Great Observatories
and other free flying missions

.- Year 1 growth was devoted to correcting power and crew deficits of the Phase 1 missions. The
dual keel configuration is completed in year 3, OMV and payload servicing facility
accommodated in year 3, and the OTV and hangar accommodated in year 4

» Microgravity Research & Materials Production
-« Complete outfitting of materials lab #1 was not possible due to insutficient rack volume and
inadequate lift to support an additional lab which was not required by the emphasized
missions

» Industrial Services
«» Mission accommodation included the deployment of 3 classes of communications satellites,
deployment of M-Sat-B and support of the Industrial Space Facility. Deployment of the
geostationary satellites began in year 5 with a minimum slip of 2 years. The Industrial Space
Facility was accommodated 4 years late in year 5
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Summary of Mission Accommodation (cont)

» Life Sciences

-- Growth missions which were accommodated are the sample return missions and the sample
quarantine facility. These are high priority missions and are accommodated on time

- Observationa! Sciences

*« All missions within this category were accommodated. Mission slips were primarily due to
lack of available attach points prior to evolution of the dual keel in year 3

- The major observatories including Hubble Space Telescope, SIRTF, and AXAF were serviced
on time

*+ A subset of other missions accommodated include the Solar Terrestrial Observatory growth
components, the Experimental Geo Platform and associated payloads, Hitchhikers 1 through
4, Space Station Spartan, and Explorer 1 through 3 servicing

+ Technology Development
-« All missions in this category were accommodated within 7 years of station operation. The
maximum start delay for these missions is 4 years
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GROWTH SCENARIO RESULTS - OBSERVATIONAL SCIENCE EMPHASIS
AGGRESSIVE TRANSPORTATION SUPPORT
CONTINUED

The final station contiguration including module, pocket lab, solar dynamic collector, and truss additions is shown for the
Observational Science emphasis, aggressive transportation support scenario. The module pattern given Is conceptual only and is
meant to llustrate volumetric size of the station in terms of number of modules and pocket labs and their associated facilities.

Configuration analysis to determine an oplimal module pattern would involve numerous operational issues which were not
addressed in this study.

Major growth components added in this scenario include 2 hab modules, 2 pocket labs, dual keel with 14 attach points,
payload servicing facility and OMV, and the OTV and OTV hangar. Facilities in support of the Observational Science emphasis
include the upper and lower booms with attach points, the transverse boom with Phase 1 attach points, payload servicing facility
and OMV, the planetary science experiment module, and the OTV,

Growth components added per year and changes in station resources are given in the table below.

Hbservationatl Science tmphasie

Aqgressive Iransportat lon 1104del

vear oD Arrays|Total PoweqUser Power| fotal (rewuser (rewnabs Labs [5m PockethiLg Pocketg Attach Pntpiruss baysjort QTv | Growth Mass
bhase | 0 7% a4y 7 8 6 ! 3 0 0 4 Q 0 0
| ! 129 825 16 12 2 3 0 0 4 17 0 0 45120 Kg
? t 125 825 16 17 ? 3 0 0 4 17 0 0 Kq
3 ? 175 1147 24 18 M 3 0 0 18 71 | 0 85484 Kq
4 ? 175 1125 24 18 3 3 0 1 18 71 ! | 86481 Kg
D 2 175 1114 24 18 3 3 | | 18 21 | | 6500 Kq

196




GROWTH SCENARIO RESULTS
OBSERVATIONAL SCIENCE EMPHASIS

AGGRESSIVE TRANSPORTATION SUPPORT

CONTINUED
Final Station Configuration
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CONTINUED

Allocation of lift, crew, and power is shown for station operations after completion of growth. The pie charts are representative
of mature station operations for this scenario and are based on an average of annual requirements during this period.

The lift allocation pie chart shows that the majority of lift is required for crew & station support logistics and logistics carriers.
The logistics carrier allocation represents 9 pressurized log module, 30 unpressurized carrier, 2 fluids carrier, and 23 propellant carrier
flights per year. Crew & station support logistics represents support for 6 modules, 2 pocket labs, and 24 crew persons. User lift is
allocated primarily to Observational Science, International, and Industrial Services missions. The Observational Science allocation
represents accommodation of 100% of the missions in this category. Examples of these missions include servicing of the Great
Observatories (Hubble Space Telescope, AXAF, and SIRTF), deployment and servicing of the Large Deployable Reflector, and growth
components of the Solar Terrestrial Observatory. International mission allocation is in support of the international missions of the
Phase 1 mission set and all growth missions except 1. These missions include a Japanese astronomical platform and associated
payloads, Canadian attached observational missions, and a European free flyer telescope. Life Sciences lift allocation is required for
support of the life sciences lab (SAAX307). Lift for Industrial Services missions is in support of the free flying Industrial Space Facility,

User crew requirements are highest for International and Observational Science missions. International crew requirements are
primarily in support of microg ravily research and life science research facilities. Housekeeping crew requirements are assumed to be
25% of the total station crew.

Power allocation among users is highest for International, Observational Science, and Life Sciences missions. Cbservaticnal

Science power is required mainly for daily operations of the external, attached missions. Additionally, free flyers being serviced in ike
payload servicing facility typically require station power during the service interval.
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GROWTH SCENARIO RESULTS - OBSERVATIONAL SCIENCE EMPHASIS
AGGRESSIVE TRANSPORTATION SUPPORT
CONTINUED

The timeline of major mission accommodation and growth element addition for the Observational Science emphasis, aggressive

transportation support scenario is given below. This timeline shows the correlation of resource growth (i.e., additions of power, crew,
fab volume) with the accommodation of growth missions and the evolution of station facilities.

Facilities in support of the Observalional Science emphasis include the dual keel with upper and lower booms added in station
operaling year 3, the payload servicing facility and station-based OMV added in year 3, the OTV and OTV hangar added in year 4. the
planetary science experiment module accommodated in year 4, and the astronomical geosynchronous platform accommodated in 7.
The OTV is required for deployment and payload changeout of the astronomical geosynchronous platform. The large pocket lab
added in station operation year 4 and the small pocket tab added in year 5 house the planetary science experiment facility and the
sample quarantine facility, respectively. Increases in power and crew in station operaling year 1 is required to relieve resource defici's
created by accommodation of the Phase 1 mission setl. Station growth to 24 total crew persons and 175 kW total power is required for
the accommodation of 100% of the Observational Science missions and humerous Technology Development, Industrial Services. and
International missions.
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CONCLUDING REMARKS

A unique requirement for NASA's Space Station Freedom is th
lifetime to accommodate changing user needs which are. in many cas
Office, in support of the Program's Level |- Strategic Plans and Progra
evolution options for Space Station (e.g.. multidiscipline, R&D facility .
System studies and analysis are being conducted to determine requirements for each of the potential options These

requirements are assessed by LaRC and selected for input to the program review process based on their adequacy in
enabling future options for Station evolution.

At it must evolve over an indefinite operational

es, ditficult to foresee. The LaRC Space Station
ms Office, is responsible for identifying viable
or transpontation node for lunar base support)

Analysis results have been presented which are relevent to the growth of Space St
facility in Earth orbit. Mission sets were developed that reflect the nature of a specific utilization emphasis on Station
(e.q . life science research emphasis) and multiple growth scenarios resulted from the combination of each emphasis
with three mixed-fleet. transportation models (conservative to aggressive lift capability). The application of computer-
based, analytical tools to the analysis process yielded growth resource requirements for each scenario constrained by
lift to Space Station orbit - Growth requirements were computed for the following resources: electrical power. crew,
pressurized volume, attach points, truss structure and logistics. As an example, the growth power requirement varied
from a minimum of 125 Kw. for scenarios constrained by 5 NSTS flights per year to 325 Kw. for the microgravity

ansportation support. These results were key inputs tc
Station Program, Preliminary Requirements Review

ation as a multidiscipline, R&D

the process of selecting evolution requirements for the Space
(PRR).

For the Space Station PRR, the Langley SSO, Evolutionary Definitio
with that of other sources to form a four-phased evolution scenario for multi
reasonable” scenario identified a need in the mature operational phase for 275 Kw., 24 crew, 6 U.S. and internationai
labs, 3 mini or "pocket” labs, and 18 external payload attach points. Since this envelope of requirements is also

adequate for Space Station support of the currently identified "new initiatives”, these were recommended at the PRR as
Space Station growth requirements.

n Office integrated data from this analysiz
discipline R&D support. This "adequate «a
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